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March 21, 2007

State of Utah
Division of Oil, Gas & Mining
PO Box 145801
Salt Lake City UT 84114-5801

RE: Directional Drilling R649-3-11
State of Utah 17-8-19-11DX:

1142' FSL x 1736' FWL, Sec 18, Tl78, R8W Surface Hole
550' FNL x 900' FWL, Sec 19, T17S, R8E, Bottom Hole
both in SLB&M, Emery County, Utah

To Whom It May Concern:

Pursuant to the filing ofXTO Energy Inc. Application of Permit to Drill regarding the above
referenced well on March 21, 2007 we are hereby submitting this letter in accordance with Oil &
Gas Conservation Rule R649-3-11 pertaining to the Exception to Location and Siting of Wells.

• The State of Utah 17-8-19-11DXis located within the proposed CMB
Huntington Unit Area.

• XTO Energy Inc. is permitting this well as a directional drill well in order to
minimize surfàce disturbance. Locating the well at the surfàce location and
directionally drilling from this location, XTO will be able to utilize the existing
road and pipelines along with the use of an existing well pad in the area.

• Furthermore, XTO is the owner of all the oil and gas within a radius of 460 feet
from all points along the intended well bore.

Therefore, based on the above stated information XTO Energy Inc. requests the permit be granted
pursuant to R649-3-11.

Kyla Vaughan
Regulatory Compliance

XTO Energy Inc. • 2700 Farmington Avenue • Building K, Suite 1 • Farmington, New Mexico 87401 • (505) 324-1090 • Fax: (505)
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March 23, 2007

Utah Division of Oil, Gas & Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

RE: State of Utah 17-8-19-11DX Rig skid

Dear Diana,

Please see enclosed APD for the State of Utah 17-8-19-11DX well location. This APD
is for a "rig skid" The original well bore (State of Utah 17-8-19-11D) was abandoned
due to casing fish was irrevocably stuck above the productive interval. The original well
bore P&A has been completed. The Subsequent P&A report have been submitted to your
office.

Kyla Vaughan
Regulatory Compliance

RECEIVED

MAR2 62007

DN.0F0\L,GAS&MINING

XTO Energy Inc. • 2700 Farmington Avenue • Building K, Suite 1 • Farmington, New Mexico 87401 • (505)324-1090 • Fax: (505)



STATEOF UTAÑ FORM3
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS ANDMINING RIGSKlf.=°a::°."'O
5. MINERALLEASE NO: 6 SURFACEAPPLICATION FOR PERMIT TO DRit.1- ML-48195 State
7. IF INDIAN,ALLOTTEEOR TRIBENAME:1A.TYPEOFWORic DRILL REENTER DEEPEN N/A
8.UNITor EEMENTNAME:B.TYPEOFWELL: OIL GAS OTHER SINGLEZONE MULTIPLEZONEOA sk%ry

2. NAMEOF OPERATOR: 9. WELL and NUMBS
XTO Energy, Inc. State of Utah 17-8-19-11DX
3. ADDRESSOFOPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WIL T:
2700 Fmt. Ave. Bldg K -

CITY Farmington STATE ZIP 87401 (505) 324-1090 Ferron Sandstone ty
4. LOCATIONOF WELL(FOOTAGES) 11.ME

, SECTION, HIP, RANGE,

«r SURFACe 1142' FSL x 1 3 ' FWL in Sec 18, T17S, R8W JilWNW 10 17S SE S
AT PROPOSEDPRODUCINGZONe 550' FNL x 900'FWL in Sec 19, T178, R8E Rwalvl!

14. DISTANCE1NMILESANd DIRECHON FROM NEAREm TOINNDR FOSTOFFICE: 12. COUNTY 13. STATE
Approximately 3 miles Northwest of Huntington, Utah Emery UTAH

15. DISTANCETO NEAREST PROPERTY OR LEASE UNE (FEET) 10. NUMBEROF ACRES IN LEASE fl. N IMBEROF ACRES ASSIGNED TOTHIS WELL:

750' 1375.80 160
18. DISTANCETO NEAREST WELL(DRILUNG,COMPLETED,OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:APPUED FOR) ON THIS LEASE (FEET)
> 1000' 4,850 UTB-000138

21. ELEVATIONS(SHOWWHETHER OF, RT, GR, ETC.) 22. APPROXIMATEDATEWORK WILLSTART 23. ESTIMATEDDURATION:

6996' Ground Elevation 6/15/2007 2 weeks

24. PROPOSED CASING ANDCEMENTINGPROGRAM
SiZE OF HOLE CASING SIZE, GRADE,ANDWEIGHT PER FOOT SETTING DEPfH CEMENTTYPE, QUANTITY,YIELD,AND SLURRY WEIGHT

14.75" 11.75" J-55 47# 300 Type V +/- 240 sx 1.61 ft3/sx 14.2 ppg
8,75" 5.5" J-55 15.5# 4,850 CBMlight wt - lead +/- 121 sx 4.15 ft3/sx 10.5 ppg

CBMlight wt - tail +/-159 sx 1.81 ft3/sx 13.5 ppg

26 ATTACHMENTS

VERIFYTHE FOLLCWINGARE ATTACHEDINACCORDANCËWITHTHE UTAHOILAND GAS CONSERVATIONGENERAL RULES:

WELL PLATOR MAPPREPARED BY LICENSEDSURVEYOR OR ENGINEER COMPLETE DRILUNGPLAN

O EVIDENCEOF DIVISIONOF WATER RIGHTS APPROVAL FOR USEOF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANYGTHER THANTHE LEASE OWNER

NAME(PLEASEPRMT) KylaVaughan
Trrte Regulatory Compliance Tech

SIGNATURE DATE 3/21/2007

"°"""""" Approvedby the
UtahDivisionof

API NUMEIERASSIGNED APP



R E SË kecatjolŠation
was determined using a Trimble 5700

z GPS survey grade unit.

A Basis of Bearing:
o The Basis of Bearing is GPS Measured.

GLO Bearing:
The Beorings indicoted are per the recorded plot obtained
from the U.S. Land Office.

¯ ¯ ¯ ¯

Ba,sis of ETeva.f ion:
Basis of Elevation of 6508.0' being at the Northeast Section
corner of Section 12. Township 17 South, Range 7 East,
Salt Lake Base & Meridion. as shown on the Red Point
Quadrangle 7.5 Minute Series Map.

Description of Loca,tion:
of N IJTM SURFACE I.0CATION
© LA FTX354287 c i-roposed Unil Hole located in the SE1/4 SW1/4 of Section 18,
to " 1736.33' E 495909 T17S, RBE, S.L.B.&M., being North 1142.15' from South Line

and East 1736.33' from West Line of Section 18, T17S, RSE,
Salt Lake Bose & Meridian.
TARGET I.OCATION

e .w SURFACE LOCATION Proposed Torget is located in the NW1/4 NW1/4 of Section 19,
-" o STATE OF UTAH I T17s, RBE, S.L.B.&M., being South 550.00' from North Line

b #17-8-l9-IIDX - and East 900.00' from West Line of Section 19, T17S, RSE,
ELEV. 6996.0, Salt Lake Base & Meridian.

S25°5T36"W
l894.Ali - Sut"veyor s Certific de:

I, Albert J. Spensko, a Reg stered Professional Land Surveyor,
holding Certificate 146652 state of Utah, do hereby certify

--- that the information on thi. drawing is a true and accurate
(NS9°47'E- 5398.80°) survey bosed on data of r =cord and was conducted under my

personal direction and supe rvision as shown hereon.
NB9'14'33"E - 5380.55'

TARGET *
.<,ses *" a

900.00' - <4

2Ñ¯C353767
Æb { F k

E 493656
--

' TALON RESOURCES,INC.
615Nortl1400EastP.O.Box1280

Huntlngton,IJiah84528
• of *** Phone(43¾87-5310Fax(435MT5311

E-Maillaloneetv.net

TO
-- ENERGY

Legenii State of Utah #17-8-19-11DX
Section 18. T17S, RSE, S.L.B.&M.

e DrillHoleLocation NOTES: Emery County, Utah
1. UTM and Latitude / Longitude Coordinates wawn sy, e ey,BrassCap(Found) are derived usina a GPS Pathfinder and are N. BUTKOVICH L.W.J./A.J.S.shown in NAD 27 Datum.BrassCap(Searchedfor,butnotfound) sURFACE LOCATION TARGET LOCA ION GRAPHIC SCALE "" = *

2,77 yRockPile LAT / LONG LAT / LONG
A¯ sea.

( ) GLO 39°20'23.528" N 39°20'06.653" N ( W FEET ) 1" = 1000'

I GPSMeasured I II°oa in.445" w lii°ot'24.996" w i inea = tooort. = y ., s *2b7



tate of Utah 17-8-19-11DX
Surface Use Plan

Application for Permit to Drill
Surface Use Plan

Company: XTO Energy, Inc
Well No: Stateof Utah 17-8-19-11DX
Location: 1142' FSL & 1736' FWL, Section 18, T17S, R8E

Thirteen Point Surface Use Plan

The dirt contractor will be provided an approved copy of the surface use plan of operations before
starting construction.

1. Existing Roads

a. Proposed route to location: The proposed route to locationis shown on Exhibit "A" and
is from the Red Point Quadrangle7.5 minute series USGSquadrangle map.

b. Location of proposed well in relation to townor otherreference point: The well is
located approx 3 miles NW of Huntington, Utah. Travel North on HWY 10 from
Huntington to 400 N, go North 3.1 miles, tum left go 2 miles,at intersection turn right go
1mile, at intersection tum left go 1 mile, tum left go 1/4mile to location.

c. Contact the County Road Department for use of CountyRoads: No county road permits
should be required.

d. Plans for improvement and/or maintenance of existing roads: All existing roads within 1
mile of the drillsite are shown on Exhibit "B". All roads that will be used to the well
location will be maintained to their current conditionsare better.

e. OtherComments:None

2. Planned Access Roads

a. Location of Access Road: Startingfroma point along an existing road in the SW/4 of
Section 18, T17S,RSE.

b. Lengthof New Road· O' of road will need to be constructed to access this location.

c. Length of Existing Road to Upgrade: No existing roads should needupgrades to access
this location.

d. Maximum DisturbedWidth: Typically new access roads require up to 60' of disturbed
width which includes ROWfor gas and water pipe lines and electric service.

e. Travel Widthof Access Road: 25' or



tate of Utah 17-8-19-11DX
SurfaceUsePlan

f. MaximumGradeafter Construction:Maximum grades will not exceed10% after
construction.

g. Turnouts Planned: No Turnouts are planned at this time.

h. Surface Materials: Onlynative materials will be used if additional construction is
required. If necessary, gravel or rock maybe purchased andused to improve road
conditions and travel.

i. Drainage (crowning, ditching, culverts, etc.): Roadswill be re-crowned and bar ditches,
if necessary, will be located on either side. 18"-24" culverts will be installed as
necessary.

j. CattleGuards: No cattle guards areplanned at this time. If necessary, cattle guards will
be specified in the stipulations.

k. Length of new and/or existingroads which lie outside the lease or unit boundary for
which a BLM/State/Feeright of way is required: None.

1. Other:

i. Surfacedisturbanceand vehicular travelwill be limited to the approved location
and access road. Any additional area needed must be approvedby the State of
Utah in Advance,

ii. If a right-of-way is necessary, no surface disturbing activities shall take place on
the subject right-of-way until the associatedAPD is approved. The holder will
adhereto conditions of approval in the SurfaceUse Program of the approved
APD, relevant to any right-of-way facilities.

iii, If a right-of-way is secured, boundary adjustments in the lease or unit shall
automatically amend this right-of-way to include that portion of the facility no
longer contained within the lease or unit. In the event of an automatic
amendmentto this right-of-way grant, the prior on-lease/unitconditions of
approvalof this facility will not be affectedeven thoughthey would now applyto
facilities outsideof the lease/unit as a result of the boundary adjustment. Rental
fees, if appropriate, shall be recalculated based on the conditions of this grant and
the regulations in effect at thetimeof an automatic amendment.

iv. If at any timethe facilities located on public lands authorizedby thetermsof the
lease are no longer included in the lease (dueto a contraction in theunit or other
lease or unit boundarychange) the Stateof Utahwill process a change in
authorization to the appropriate statute. The authorization will be subject to
appropriaterental, or other financial obligations determined by the Stateof
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v. If the well is not productive, the access road wil be rehabilitated or broughtto
Resource (ClassIII) Road Standards within 60 days of dismantlingthe rig. If
upgraded, theaccess road must be maintained at these standards until the well is
properly abandoned. Ifthis timeframe cannot be met, the Field OfficeManager
will be notified so that temporarydrainagecontrol can be installed along the
accessroad.

3. Location of Existing Wells:

a. On a map, show the location of all water, injection, disposal, producing and drilling wells
within a one mileradiusof the proposed well, and describethe status of each: See Exhibit
"B".

4. Locationof Production Facilities:

a. On-Sitefacilities: Typical on-site facilities will consist of a wellhead, gas flow line, water
flow line, artificial lifting system (pumping unit), 2 phase separator, gas measurement,
water measurement, electronics, a heatedenclosure/building for weather and
environmentalprotection andchemical injection equipment (as required). AIIproduction
and measurement shall conform to theprovisions of 43 CFR §3162.7 and OnshoreOil
andGas Order No. 4, if applicable.

b. All permanent (in place for six months or longer) structures constructedor installed on
the well site location will be painted a flat, non reflective color to match the standard
environmental colors, as specified by the COA's in the APD. All facilities will be painted
withinsix months of installation. Facilitiesrequired complying with the Occupational
Safety andHealthAct (OSHA) maybe excluded.

c. Of¾site facilities: Of&sitefacilities are located at the CDP station and include
compression, processing, separation, tanks,pits, electronics, and produced water disposal
(SWD) well.

d. Pipelines: The well will be produced into gas and water pipelines (sizes to be determined)
andtransportedto existing pipelines. SeeExhibit "B" for the proposed pipeline route.
Pipeline will follow same route as Stateof Utah 17-8-18-24 well location,

e. Power lines:Power lines are located underground in the same ROWas the water andgas
pipelines.

5. Location and Type of Water Supply:

a. All water required for drilling will be purchased fromlocal municipal water supply. If
possible, currently produced coalwell water mayalso be used after receiving any
necessary permits. Water will be trucked to location by a third party tmekingcompany
who specializes in water hauling.

b. Water obtained on private land, or land administered by another agency, will require
approval fromthe owner or agency for use of
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6. Sourceof Construction Material:

a. Pad construction material will be obtained from (if the source is Federally owned, show
location on a map): All construction material will be purchased from private land owners
or from a commercial gravel/materials pit. The use of materials will conform to 43 CFR §
3610.2-3, if applicable,

b. The use of materials under Stateof Utahjurisdictionwill conform to 43CFR §3610.2-3,
if applicable.

7. Methods of Handling Waste Disposal:

a. Describe the methods and locations proposed for safe containment anddisposal ofwaste
material, e.g. cuttings, produced water, garbage, sewage, chemicals,etc. The reserve pit
will be located alongthe edge and within the boundariesof the designatedwell pad. The
walls of thepit willbe sloped at no greater than2 to 1 and will be lined with a synthetic
material of approximately12 mills in thickness.The reserve pit shall be located in cut
material, with at least 50% of the pit volume beingbelow original ground level Three
sides of the pit will be fenced before drilling starts. The forth sidewill be fenced as soon
as drilling is completed, and shall remain until the pit is dry. The amount of time the pit
way remain openwill typicallybe specified by the COA's. Oncedry, the liner will be cut
andremoved at the mud line and thepit will becoveredandburied in place.

b. Trash must be contained in a trash cage and hauled away to an approved disposal site as
necessary but no later than the completionof drillingoperations.

c. Sewagefrom trailersandchemical portable toiletswill be removed on a regular basisby
a third party contractor and disposed of at an authorized sanitary waste facility.

d. Any and all chemicals used during the drillingand completion of the well will be kept to
a minimum and stored within the boundaries of the well pad. The thirdpartychemical
contractor will be responsible for containmentand clean-up and removal of all spilled
chemicalson location.

8. Ancillary Facilities:

a. No ancillary facilities will be required duringthe drilling or completion of the well.

9. Well SiteLayout:

a. Depict the pit, rig, cut and fill, topsoil,etc. on a plat with a scale of at least 1"=50'. See
Exhibit "D".

b. All equipment andvehicles that will be used to drill andcomplete this well will remain
within the boundaries of the approved well pad. Any equipment and or vehicles parked or
stored off the location will be consideredtrespassingon federal lands and will NOT be
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c. Materials obtained fromthe constmetion of the location, like topsoiland vegetation will
be stock piled as indicated andpermitted by the approved APD.The stock piles
themselvesmay be outside the approvedboundariesof the well pad.

10. Plans for Restoration of the Surface:

a. The top 6 inches of topsoilmaterial will be removed from the location and stockpiled
separately on Adjacent Land or as specified by the approvedAPD.

b. Topsoil along the access road will be reserved in place adjacent to the road.

c. Within 30-45 days after completion of well, all equipment that is not necessary for
production shall be removed.

d. The reserve pit andthat portion of the location not needed for production will be
reclaimed 90-120 days aftercompletionof the well.

e. Before any dirt work to restore the location takesplace, the reserve pit must be ready for
burial,

f. All road surfacingwill be removed prior to the rehabilitation of roads.

g. Reclaimed roads will have the berms and cuts reduced and will be closed to vehicle use.

h. All disturbed areas will be re-contoured to replicate the natural slope.

i. The stockpiled topsoilwill be evenly distributed over the disturbedarea.

j. Prior to reseeding, all disturbedareas,including the accessroads, will be scarified and
left with a rough surface.

k. Seed will broadcast or drilledbetweenSeptemberand November, or at a timespecified
by the BLM andor state. If broadcast,a barrow or some other implement will be dragged
over the seeded area to assure seed coverage.

1. The following seedmixture will be used: As specified conditions of approval.

m. If necessary, and abandonment marker will be one of the following, as specified by the
Stateof Utah:

i. At least four feet above ground level,
ii. At restored ground level, or

iii. Below ground level.
iv. In any case the marker shall be inscribed with the following:operatorname, lease

number, well name anddescription (township,section, and either quarter-quarter
or
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n. Additional requirements: None

11. Surfaceand Mineral Ownership:

Boththe Surfaceand the Minerals areowned by the State of Utah.

12. OtherInformation:

a. Archeological Concerns:An approved contractor will submit the appropriate reports to
the agency as required. Specialstipulations will be included in the COA's of the
approved APD.

b. The operatoris responsible for informingall persons in the area who are associated with
thisproject that theywill be subject to prosecution for knowinglydisturbing historic or
archaeological sites, or for collectingartifacts. If historic or archaeological materials are
uncovered during construction, the operator is to immediately stop work that might
furtherdisturbsuchmaterials, and contact the Stateof Utah Field Office.Within five (5)
working days,the Stateof Utah will inform the operator as to:

i. Weatherthe materials appear eligible for theNational Register of Historic
Places;

ii. Themitigationmeasures the operator will likely have to undertake before the site
can be used ( assuming in situ preservation is not necessary); and

iii. A time frame for the Stateof Utah to complete an expeditedreview under 36
CFR §800.11 to confirm, through the State Historic Preservation Officer, that
the findings of the Stateof Utah are correct andthat mitigation is appropriate.

c. If the operator wishes, at any time,to relocate activities to avoid the expenses of
mitigation and/orthe delays associated with this process, the State will assume
responsibility for whatever recordation and stabilization of the exposed materialsmay be
required. Otherwise, the operator will be responsible for mitigation costs. The State of
Utah will provide technical and procedural guidelines for the conduct of mitigation. Upon
Verification from the State of Utah that the required mitigation has been completed, the
operator willthenbe allowedto resume construction.

d. Threatened and Endangered SpeciesConcerns:

i. An approved contractor will submit the appropriate reports as required. Special
Stipulationswill be included in the COA's of the approvedAPD.

e. Wildlife SeasonalRestrictions: Current wildlife restrictions and closuredates are
specified in the BLM's Environment Impact Statement.

13. The Drilling Program is attached: See Exhibit
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14. Lessee's or Operator's Representativesand Certification:

a. Permitting and Compliance:

Kyla Vaughan
RegulatoryCompliance
XTO EnergyInc.
2700 FarmingtonAvenue, Bldg K, Ste i
Farmington,NM 87401
505-324-1090

b. Drilling and Completions:

John Egelston
XTO Energy Inc.
2700 Farmington Avenue, BldgK, Ste l
Farmington, NM 87401
505-324-1090

c. Certification:

I herbycertifythat I, or personsunder my direct supervision,have inspectedthe proposed drill site andaccessroute; that I am familiarwiththe conditionswhich currentlyexist; thatthe statementsmade in thisAPDpackage are,to the bestof my knowledge,trueand correct;and that the work associated with theoperations proposed herein will be preformed by XTOEnergy Inc. and its contractors andsubcontractorsin conformitywiththis APDpackage and the terrnsandconditionsunder whichit is approved.I alsocertify responsibility for the operationsconducted on that portion of the leasedlands associatedwith thisapplication,with bondcoverage beingprovidedby XTOEnergyInc. This statementis subject topro of 18 U.S.C. a false
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XTOEnergy, Inc.

State of Utah 17-8-19-11DX
DrillingData for APD

March 21, 2007

Surfàce Location: 1142' FSL & 1736' FWL, Sec. 18, Tl7S, R8E
Bottomhole Location: 550' FNL & 900' FWL, Sec. 19, T178, RSE

Proposed TD: 4850' Objective: Ferron Coal
Approximate Elevation: 6996' KB Elevation: 7008'

1. Mud Program:

Interval O'-300' 300'-4850'
Hole Size 14.75" 8.75"
Mud Type Air/Mist Air/LSNDIGelChemicai

Weight N/A 8.4-8.6
Viscosity N/A 45-60

Water Loss N/A 8-10

a. Air drillto TD with produced water unless excessivewater flow is encountered
then switch to water based mud. If mud is required, use fibrous materials as
needed to control seepage and lost circulation. Pump high viscosity sweeps as
needed for hole cleaning. Raise viscosity at TD for logging. Reduce viscosity
after logging for cementing.

b. The blooie line will be approximately100' in length andwill extend in a straight
line from belowthe rotating head as indicated in the BOP schematic. An
automaticspark-typeigniter will be fixed to the end of the blooieline and set to
provide a continuous spark to ignite andburn any produced hydrocarbons and/or
gasses.

c. If necessary, de-dustingwill be accomplishedwith a small pump, waterline, and
spray nipple positioned near the end of the blooie line to provide a continuous
spray of water.

d. Sufficient mud materials will be stored on location to maintain well control and
combat lost circulationproblems that might reasonably be expected.

e. The BOP systemwill be consistent with API RPS3 andOnshoreOil & Gas Order
No. 2. Pressure tests of the surface casing and all BOP equipment subjectto
pressure will be conducted beforedrilling the casing shoe. Blowout preventer
controls will be installed prior to drillingthe surface casing shoe and will remain
in use until the well is completedor abandoned. Ram preventersshall be
inspected andoperated daily. Annular preventers shall be inspected an
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weekly to ensure good mechanical working order. The inspectionsand tests shall
be recorded in the drillinglog and daily drillingreport. See the attachedBOP and
choke manifold schematic,

2. Casing Program:

a. Surface Casing set @300' in a 14.75" hole.
11.75,47 #/ft, J-55, ST&C,( 11.000" ID, 10.844" Drift)

Collapse Burst Joint SF SF Burst SF
Press Press Strength Collapse Tension
1510 3070 477 11.260 22.880 33.830

b. Production Casing set @4850' in a 8.75" hole.
5.5", 15.5 #/ft, J-55, ST&C ( 4.950" I.D., 4.825" Drift)

Collapse Burst Joint SF SF Burst SF
Press Press Strength Collapse Tension
4040 4810 2,02 1.86 2.220 2.690

SafetyFactors basedon vertical wellbore conditions with hydrostatic of fresh
water with no backupused to calculate burst and collapse. Tension basedon
hanging weight in air.

3. Well Heads:

a. Casing Head: Larkin Fig 92 (or equivalent), 13-3/8" nominal,3,000 psig WP
(6,000 psig test) with 11-3/4" Brnd thread on bottom and 13-3/8" Flange. NU
BOP and chokemanifold(see attached schematic). Stack to consist of drilling
spool with choke and kill lines,doublerams with pipe rams on top, blind rams on
bottom. Use coldwater and test BOP to 250 psi low and 1,000 psi high. Record
all tests on the IADC report. Inspect accumulator and closing unit to ensure that
pre-charge pressures and oil levels arewithin API Specifications and reportsame
on IADC report.

b. Tubing Head: Larkin Fig 612 (or equivalent),5,000 psig WP (5,000 psig test), 5
½" SOW (orAPI 8 md female thread) on bottom, 7 */16" 5,000 psig flange on top
with two 3" LPOs.

4. Cement Program:

a. Surface: 240 sx of Type V cement(or equivalent)containing 1% CaCl, ¼ pps
Flocele, and 10% Cal_Sealmixed at 14.2 ppg and 1.61 fŸ/sk.

i. Slurry Volume is 390 fÝ,200% excess of calculated annular volume to
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b. Production:

i. The production casing will be cemented using 2 (lead and tail) cement
slurries. The leadcement(filler grade) volume will be calculated based on
a maximum achievabletop assuming formation pressureof 1,000 psi at
the shoe. The tail cement will be calculated fromTD to 300' above the
Upper Ferron Sandstone as indicated on the formation tops table,

ii. Lead Cement: 121 sx of CBM Light Weight Cement with 10 pps
Gilsonite and ¼ pps celloflake mixed at 10.5 ppg and4.15 fÝ/sk.

iii. Tail Cement: 159 sxof CBM Light Weight Cementwith 10 pps Gilsonite
and ¼ pps cellotlake mixed at 13.5 ppg and 1.81 fŸ/sk.

iv. Slurry volume is 788 fÝ,40% excessof calculated annular volume to
1,000 psi hydrostatic over formation pressure.

5. Logging Program

a. Mud logger: An unmanned logging unit may come on after surfàce pipe is set
and, if so, will remain until TD. The mud will potentially be logged in 10'
intervals,

b. Run Array Induction (if wet), compensated neutron, density, GR, caliper,SP (if
wet), and Pe from TD to the bottomof the surface casing.

6. Formation Tops:

Formation Well Depth
Top of Upper Ferron SS 4352
Top of Coal Zone 4417
Top of Lower Ferron SS 4552
Total Depth 4850

a. No known oil zones will be penetrated.

b. Gas bearingsandstones and coals will be penetratedfrom 4352' to 4850'.

c. No known fresh water zones will be penetrated. The gas bearing sandstones and
coals may contain in-situ water.

d. No knownmineral zones will be



tate of Utah 17-8-19-11DX
Drilling Program

e. Any prospectively valuable niinerals and all freshwater zones encountered during
drill will be recorded, cased, and cemented. If possible, water flow rates will be
measured and samples will be taken and analyzedwith the results beingsubmitted
to the appropriate agency.

f. TVD's of formationsare shownon directional plan.

7. Company Personnel:

Name Title OfficePhone Mob8e Phone
John Egelston Drilling Engineer 505.564.6734 505.330.6902
Jerry Lacy Drilling Superintendent 505.566.7914 505.320.6543
Joshua Stark Project Geologist 817.885.2240 817.565.7158
Leonard West Reservoir Engineer



1. Stake all lines from
CHOKE MANIFOLD choke manifoldto pit

SCHEMATICFOR DRILLING ianiolitistÊon.
OPERATIONS

3. Pressure test manifoldCLASS 1 (2M) NORMAL at the same timewith the
PRESSURE BOP Stack. Test manifold

to the same test
pressures.

ManuallyAdjustable 2" Steel Hard Line to Pit
Choke

Pressure
Gauge 3" Steel Panic Line to PitSteel Hard Line Emergancy Use Onlyor Acceptable High

Pressure Hose
(2" mindia)

from Mud Cross

ManuallyAdjustable 2" Steel Hard Line to Pit
Choke

(ManuallyAdjustable (2" Steel Hard Line to Pit)



1. Test 8 after installation:
Pressure test BOP to200-300

BOP SCH EMATICFOR psig (ow pressure) for 10 min.

DRILLINGOPERATIONS Test BOP to Working Press or $to70% internal yield of surf csg gCLASS 1 (2M) NORMAL (10 min)or whichever is less. %
PRESSURE 2. Test operationof (both) rams

ROTA TINGHEAD

3onehveryta

recordAccumulator
(OPTIONAL) pressure on everytour.

4. Re-pressure test BOP stack after
changingout rams.
5. Have kellycockvalve withhandle available.
6. Have safety valve and subs to fitallsizes of

FILL UP LINE drill string on the rigfloor and ready to go.

FLOW LINE
ro etr

i i

PIPE
' ' RAMS\ \
I

BLIND
RAMS

TO CHOKE
MANIFOLD

KILLLINE 2" dia min.
2" dia min. See Choke Man Idœdrawingfor

** Remove check or ball HCR VALVE(OPTIONAL)
from check valve and MUDCROSS

nrown tant to namo armas 2" /MIN)FULL
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XTO Energy
Utah Wells
State of Utah 17-8-19-11DX
State of Utah 17-8-19-11DX
State of Utah 17-8-19-11DX

Plan: Revised Drilling Plan

Standard Planning Report
20 February,



XTO Energy, Inc.
Planning Report

Database: EDM 2003.14 Single User Db Local Co·ordinateReference: Well State of Ulah 174-19-11DX
Company: XTO Energy TVDRohrence: Rig KB @7008.0ft (Pat #779)
Project Utah Wells MD Rehrence: Rig KB @7008.Oft (Pat #779)
Site: State of Utah 17-8-19-11DX North RenWence: True
Weli: Slate of Utah 17-8-19-11DX Survey Calculation Methed: MinimumCurvature
WeRbore: State of Utah 17-8-19-11DX
Design: Revised DrillingPlan

Project Utah Wells, EmeryCo. & Carbon Co., Utah, Ferron Coal Wells

Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: North American Datum 1983 Using Well Reference Point
Map Zone: Utah Central Zone

Site State of Utah17-8-19-11DX, T17S, RSE

Site Position: Northing: 6,928,574.20ft Latitude: 39°20' 23.528 N
From: Lat/Long Easting: 1,761,838.44ft Longitude: 111° 4' 14.446 W
Position Uncertalldy: 0.0 ft Slot Radius: " Grid Convergence: 0.28 °

WeD State of Utah 17-8-19-11DX, Ferron Coal S-Well

Well Position +NI-8 0.0 ft Northing: 6,928,574.20 ft Latitude: 39°20' 23.528 N
+El-W 0.0 ft Easting: 1,761,838.44 ft Longitude: 111° 4' 14.445 W

Position Uncertainty 0.0 ft Weihead Elevation: 6,996.0 ft Ground Level: 6,996.Oft

Weibole State of Utah 17-8-19-11DX

MagneScs Model Name Sample Dale DecinaUon Dip Angle Pleid Strength

IGRF200510 2/20/2007 12.12 65.11 52,163

Design Revised DrillingPlan

Audit Notes:

Version: Phase: PROTOTYPE Tie On Depth: 0.0

Vertical Secuon: De;Ith From (TVD) +NAS +El-W Direedon
(it) (it) (ft) ()
o.o o.o o.o 205.90

Plan Sections

Measured Vertical Dogleg BuHd Tum
Depth inclinaion Azimuth Depth +Nr.S +El-W Rate Rale Rate Tpo

(ft) (*) () (R) (it) (ft) (°it00R) fl100R) (I100R) (*) Target

0.0 0.00 0 00 0.0 0 0 0 0 0.00 0.00 0.00 0.00
300.0 0.00 0 00 300.0 0 0 0 0 0.00 0.00 0.00 0.00

1,476.2 41.17 205 90 1,377.6 -364 0 -176 8 3,50 3.50 0.00 205.90
3,129.8 41.17 205.90 2,622.4 -1,3432

-6522 0.00 0.00 0.00 0.00
4,306.0 0.00 0.00 3,700.0 -1,707 3 -829 O 3.50 4.50 0.00 180.00 Slate of Utah 17-8-19
4,856.0 0.00 0.00 4,250.0 -1,707 3 429 0 0.00 0.00 0.00 0.00

2/20/2007 10 04 054M Aage 2 COMPASS 2003 14 Build



XTO Energy, Inc.
Planning Report

Database: EDM 2003.14 Single User Db Local CD4niinate Reference: Well State al Utah 17-8-19-11DX
Company: XTO Energy TVDReference: Rig KB @7008.0ft (Pat #779)
Project: Utah Wells MD Reference: Rig KB @7008.0ft (Pat #779)
Site: Slate of Utah 17-8-19-11DX North Relarence: True
Well: State of Utah 17-8-19-11DX Survey GalculationMethod: MinimumCurvature
WeBbase: State of Utah 17-8-19-11DX
Design: Revised DrillingPlan

Planned Stavey

Measured VerUcal Vertical Dogleg Build Turn
Depth incHnation Azimuth Deldh +NI4 +Ef.W Section Rate Rain Rate

(R) (*) (•) (11) (fig (ft) (ft) (*110&t) (*Ii00It} (*Ii00ft)

0.0 0 00 0.00 0 0 0.0 0.0 0.0 0.00 0.00 0 00
100.0 0 00 0.00 100 0 0.0 0.0 0.0 0.00 0.00 0 00
200.0 0 00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0 00
300.0 0 00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0 00

11 3/4"
400.0 3 50 205.90 399,9 -2.7 -1.3 3.1 3.50 3.50 0 00
500.0 7 00 205.90 499.5 -11.0 -5.3 12.2 3.50 3.50 0 00
600.0 10 50 205.90 598.3 -24.7 -12.0 27.4 3.50 3.50 0 00
700.0 14 00 205.90 696.0 -43.7 -21.2 48.6 3.50 3.50 0 00
800.0 17 50 205.90 792.3 -68.2 43.1 75.8 3.50 3.50 0 00
900.0 21 00 205.90 886.7 -97.8 -47 5 108.7 3.50 3.50 0 00

1,000.0 24 50 205.90 978.9 -132.6 -64 4 147.4 3.50 3.50 0 00
1,100.0 28 00 205.90 1,068.5 -172.4 -83 7 191.6 3.50 3.50 0 00
1,200.0 31.50 205.90 1,155.3 -217.0 -105 4 241.2 3.50 3.50 0 00
1,300.0 35.00 205.90 1,239.0 -266.3 -129 3 296.1 3.50 3.50 0 00
1,400.0 38.50 205.90 1,319.1 -320.1 -155 4 355.9 3.50 3.50 0 00
1,476.2 41.17 205.90 1,377.6 -364.0 -176 8 404.7 3.50 3.50 0 00
1,500.0 41.17 205.90 1,395.5 -378.1 -183 6 420,3 0.00 0.00 0 00
1,600.0 41.17 205.90 1,470.8 -437.3 -2124 486.2 0.00 0.00 0 00
1,700.0 41.17 205.90 1,546.1 -496.6 -241.1 552.0 0.00 0.00 0 00
1,800.0 41.17 205.90 1,621.3 -555.8 -269 9 617.8 0.00 0.00 0 00
1,900.0 41.17 205.90 1,696.6 -616.0 -298 6 683.7 0.00 0.00 0 00
2,000.0 41.17 205.90 1,771.9 -674.2 -327 4 749.5 0.00 0.00 0 00
2,100.0 41.17 205.9D 1,847.2 -733.4 -356 1 815.3 0.00 0.00 0 00
2,200.0 41.17 205.90 1,9224 -792.6 -384 9 881.1 0.00 0.00 0 00
2,300.0 41.17 205.90 1,997.7 -851.8 -413 6 947.0 0.00 0.00 0.00
2,400.0 41.17 205.90 2,073.0 -911.1 -4424 1,012.8 0.00 0.00 0.00
2,500.0 41.17 205.90 2,148.3 -970.3 -471.1 1,078.6 0.00 0.00 0.00
2,600.0 41.17 205.90 2,223.6 -1,029.5

-499 9 1,144.4 0.00 0,00 0.00
2,700.0 41.17 205.90 2,298.8 -1,088.7

-528 6 1,210 3 0.00 0,00 0.00
2,800 O 41.17 205.90 2,374 1 -1,147 9 -557 4 1,276 1 0.00 0.00 0.00
2,900.0 41.17 205.90 2,449 4 -1,207 1 -586 1 1,341 9 0.00 0.00 0.00
3,000.0 41.17 205.90 2,524 7 -1,266 4 414 9 1,407 7 0.00 0.00 0.00
3,100.0 41.17 205.90 2,600 0 -1,325 6 -643 6 1,473 6 0.00 0.00 0.00
3,129.8 41.17 205.90 2,622 4 -1,343.2

-652 2 1,493.2 0.00 0.00 0.00
3,200.0 38.71 205.90 2,676 2 -1,383.8 -671 9 1,538.2 3.50 -3.50 0.00
3,300.0 35.21 205.90 2,756 1 -1,437.8

-698 1 1,598.4 3.50 -3.50 0.00
3,400.0 31.71 205.90 2,839 5 -1,487.4

-7222 1,653.5 3.50 -3.50 0.00
3,500.0 28.21 205.90 2,9261 -1,5323

-7440 1,703.4 3.50 -3.50 0.00
3,600.0 24.71 205.90 3,0157 -1,5724

-763.5 1,748.0 3.50 -3.50 0.00
3,700.0 21.21 205.90 3,1077 -1,607.5 -780.5 1,787.0 3.50 -3.50 0.00
3,800.0 17.71 205.90 3,2020 -1,637.5 -795.1 1,820.3 3.50 -3.50 0.00
3,900.0 14.21 205.90 3,298 1 -1,6622

-807.1 1,847.8 3.50 -3.50 0.00
4,000.0 10.71 205.90 3,3957 -1,681.6 4116.5 1,869.4 3.50 -3.50 0.00
4,100.0 7.21 205.90 3,494 5 -1,695.6

-823.3 1,884.9 3.50 -3.50 0.00
4,200.0 3.71 205.90 3,594 0 -1,704.2

-827 5 1,894.5 3.50 -3.50 0.00
4,306.0 0.00 0.00 3,700.0 -1,707.3

-829.0 1,897.9 3.50 -3.50 0.00
State of Utah 17-8-19-110X Revised BHL

4,352.0 0.00 0.00 3,746.0 -1,707.3
-829.0 1,897.9 0,00 0.00 0.00

Upper Ferron Sandstone
4,400.0 0.00 0.00 3,794.0 -1,707.3

-829.0 1,897.9 0.00 0.00 0.00
4,417.0 0.00 0.00 3,811.0 -1,707 3 -829.0 1,897.9 0.00 0.00 0.00

Ferron Coal

2/20/2007 10:04 05AM Page 3 COMPASS 200114 Build



XTO Energy, Inc.
Planning Report

Database: EDM 2003.14 Single User Db Local Co·oidinate Reference: Well State of Utah 17-8-19-11DX
Company: XTO Energy TVDReference: Rig KB @7008.011(Pat #779)
Project: Utah Wens MD Reference: Rig KB @7008.0ft (Pat #779)
Site: State of Utah 17-8-19-11DX NorthReference: True
Weg: State of Utah 17-8-19-11DX Survey Calculadon Method: MinimumCurvature
Weibore: Slate of Utah 17-8-19-11DX
Design: Revised DrillingPlan

Planned Survey

Measured Verucal Vertical Dogleg Bund Turn
Depth incHnation Azimuth Depth +NI,9 +W-W Section Rate Rale Rate

(R) () () (R) (ft) (H) (R) (*l100R) (*Ii00lt) (1100R)

4,500.0 0.00 0.00 3,894 O -1,707 3 -829.0 1,897 9 0.00 0.00 0.00
4,532.0 0.00 0.00 3,926 0 -1,707 3 -829.0 1,897 9 0.00 0.00 0.00

BoKom Ferron Coal
4,552.0 0.00 0.00 3,946 0 -1,707 3 -829.0 1,897 9 0,00 0.00 0.00

LowerFerron Sandstone
4,600 0 0.00 0.00 3,994 O -1,707 3 -829.0 1,897 9 0.00 0.00 0.00
4,700 0 0.00 0.00 4,094 0 -1,707 3 -829.0 1,897 9 0.00 0.00 0.00
4,800 0 0.00 0.00 4,194 O -1,707 3 -829.0 1,897 9 0.00 0.00 0.00
4,850 0 0.00 0.00 4,244 0 -1,707 3 -829.0 1,897 9 0.00 0.00 0.00

5 1/2"
4,856 O 0.00 0.00 4,250 0 -1,707 3 -829.0 1,897.9 0.00 0.00 0.00

Taigets

Target Name
- hiundss target Dip Angle DipDR. TVD +W-8 +El-W Northing Easting
- Shape (') (*) (It) (R) (R) (R) (R} Laatude LongRude

State of Utah 17-8-19-11 0.00 0.00 3,700.0 -1,707 3 -829.0 6,926,862.97 1,761,017 68 39°20' 6.653 N 111° 4' 24.996 W
- plan hits target
- Circle (radius 20,0)

Casing Points

Measused Vertical Casing Hole
Depth Depth Diameter Diameter

(W) (R) Name ("I (")
300.0 300.0 11 3/4" 11-3/4 14-3/4

4,850.0 4,244.0 5 1/2" 5-172 8-3/4

FormaUons

Measumd Vertical Dip
Depth Depth Dip Direction

(R) (R) Naine (*)
4,352.0 3,746 0 Upper Ferron Sandstone Sandstone 0.00
4,417.0 3,811.0 Ferron Coal Coal 0.00
4,532.0 3,926.0 Bottom Ferron Coat Coal 0.00
4,552.0 3,946.0 Lower Ferron Sandstone Sandstone 0.00

2/20/2007 10 04 05AM Page 4 COMPASS 2003 14 Build



D- 250

TO
ENERGY

Well Name. StateofUtah 17-8-19-110X

Plan Description:S·Wellto Vertical by Tapof Ferron Coal

Name WD +N/-S +El-W Lalltuds Lon ude Sta e
State oFUtah 17-8-19-11DXRevsed BHL 3700.0 -1707.3 -829.0 39"2Œ 6.063 N 111' 4' 24 W CÂe(Radus: 20.0)

-

UInh Weis2m- State oFUtah17-8·19·110X
lil: State of Utah 17-8·19-11DX

do- Walbore: Sate of Utah 17-8-19·110X
wie:i Redeed Driling Plan

imo- de FORIMTION TOP DETAILS

DPath MDPath Formation
i i i I I i I 3746.0 4352.0 UpperFenen Sandstone

icoo- .cP t2Ba e -e00 .400 -200 o 200
__

3811.0 4417,0 FenonCoal
West(-)?East(+)(400 t/In) _-

- 11 y 3926.0 4532.0 BallomFerran Coal

cos-

3940.0 4552.0 LowerFerrenSandstone

CANNG DETAILS

TVD MD Name Size
300.0 300.0 11 3/4" 11-3/4
4244.0 4850.0 5 1/2" 5·1/2

2ma-

PROJECT DETAILS:Utah Wels

GeodelloSystem US8tdePianetBB32500-
Dalum:NorthAmukan Datum1983

Ellipsold:Gits 1980
Zone' UlahCeMial2ene

System Datum Maan San Lawl

seraemFirFurr

SECTiCNDETMLB

Seu MD ino Atl TVD •NAS *El-W DI.eg TFoon V5ec Targd Breng 2 3LowerFerronSmdum 1 0 0 0 00 0 00 0 0 0.0 0 0 0 00 000 0 0 Dip Angle: 6 it"2 300.0 0,00 400 300.0 0 0 0.0 0 00 0 00 0.0 Date: 2f20/200731475.2 41.17 20580 1277.6 -354.0 -1788 350 20690 404.7 Model:IGRF20061043129.0 41,17 20500 2022,4 ·1343,2 ·$62,2 000 0,00 14@3,2
64200.0 0.00 000 370ELO·1707.3 •$29.Û $50 100,ÛÛ†$97 9 Sidië QFUtW117 19·110xRevisedBHL

. . , 54855.0 000 400 4250.0 -17073 -829.0 000 0.00 18979
30 0 200 400 $90 800 1010 1206 140iF FB10 1EGO G)3

Verdeal Sect1en at 205.90' (400



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVËD: 03/26/2007 API NO. ASSIGNED: 43-015-30708

WËLL NAME : ST OF UT '? -

OPERATOR: XTO ENERGY INC ( N2615 ) PHÓNE NUMBER: 505-324-1090

CONTACT : KYLA VAUGHAN

PROPOSED LOCA INSPECT LOCATN BY: / /
SESW 18 #70S 080E Tech Review Initials Date

55 L 9

30

L Engineering

COUNTY: EMERY
Geology

LATITUDE: 39.33959 LONGITUDE: -111.0706

UTM SURF EASTÏNGS:493914 NORTHÏNGS: 4354255 Surface

FÎELD NAME: BUZZARD BENCH ( 132 )

LEASE TYPE: 3 - State

LEASE NUMBER: ML-48195 PROPOSED FORMATION: FRSD

SURFACË OWNER: 3 - State COALBED METHANË WELL? NO

RECEIVED AND/ÖR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond:Fed[] Ind[] Sta[] Fee[]
Unit: HUNTÎNGTON CBM A

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 Froin Qtr/Qtr & 920'Between Wells

Water Permit R649-3-3. Exception
(No. MUNICIPAL )

.

Drilling Unit
RDCC Review (Y/N)

Board Cause No: L(5-:>-(Date:
Eff Date: L g.gj

AÁ Fee Surf Agreement (Y/N) Siting: y ggg( .k/AJ3
Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENÏS:



UIAIIIEDI7 12-43

UI til IED 17-7-12-240
51OEUi1788H

51 OF UT
17-8-7-34

T17S R7E TI75 RSE

SE 01 UT
17-8-18-31

HUNTINGTON CBM UNIT
BUZZARD BENCH FIELD
CAUSE:245-2 I 4-25-2001

slorut
17-8-18-12

Ig
a

ST OF U1 17-8 19-IIDX 354

(RIGSKID)
$1 OF til 17-8 18-24
FF OF UT 17-8·19 11D(PA'D)

ST OF Ur yrf-a-lett /

BHL
$7 S-19-!!DX
(RIGSKID)

OPERATOR:XTO ENERGY INC (N2615)

SEC: 18 T.17S R. BE

FIELD: BUZZARD BENCH (132)

COUNTY: EMERY

CAUSE: 245-2 / 4-25-2001 Wells Status
GG OER OEN Utah OilGas and Mmmy
LOCATION ABANDONED
NEW LOCATION N

Field Status Unit Status - PLUGGED & ABANDONED
ABANDONED EXPLORATORY )¼ PRODUCING GAS
ACIIVE SS LRAGE si PR CI SOIL

COMBINED NP SECONDARY
. SHUT-IN OIL W E

INA VEED NDISNG
)s( TEnMP AEBANDONED

TERMINATED PP GEOTHERML A WATER INJECTION S
PP OIL WATER SUPPLY PREPARED BY:DIANA MASON
SECONDARY WATER DISPOSAL DATE: 30-MARCH-2007
TERMINATED



e 6
Application for Permit to Drill

Statement of Basis
4/9/2007 Utah Division of Oil, Gas and Mining ragei

APD No API WellNo Status Weli Type Surf Ownr CBM
58 43-015-30695-00-00 GW S No
Operator XTO ENERGY INC Surface Owner-APD
Well Name ST OF UT 17-8-19-11D Unit HUNTINGTON CBM
Field BUZZARD BENCH Type of Work
Location SESW 18 17S 8E S 0 FL 0 FL GPS Coord (UTM) 493926E 4354261N

Geologic Statement of Basis
The well will spud into a poorly to moderately permeable soil that is developed on the Upper part of the Blue
Gate Member of the Mancos Shale. Local outcrops dip into the Wasatch Plateau at about 50 to the northwest.
Although no aquifers with high quality ground water are likely to be encountered, the Lower, Middle and Upper
units of the Emery Sandstone could potentially contain an aquifer. The proposed surface casing and cementing
program should be extended to contain all three units of the Emery Sandstone to ensure the protection of any
unknown ground water resources. A search of the Division of Water Rights records indicates that no water
rights have been filed on subsurface water within a mile of the location

Chris Kierst 5/8/2006
APD Evaluator Date / Time

Surface Statement of Basis
On-site conducted April 27, 2006 for the State of Utah 17-8-18-24. No new construction, or modification to the
well pad for the State of Utah 17-8-18-24 will be required to drill the State of Utah 17-8-19-11D, a directional
hole off the existing well pad.

In attendance at initial on-site: Bart Kettle (DOGM), Tony Wright (DWR), Ray Trujillo (XTO), Allen Childs
(Talon), Ray Peterson (Emery County) and Bedos (Nelsons Construction) invited but choosing not to attend Jim
Davis (SITLA), Ed Bonner (SITLA).

DWR comments that the project is located in crucial elk winter range. They are recommending that no drilling
or construction activities occur between the dates of Dec. 1 to April 12. DWR recommends that XTO include
Black sage into their seed mixture for reclamation.

Bart Kettle 4/27/2006
Onsite Evaluator Date / Time

Conditions of Approval / Application for Permit to



O O
ON-SITE PREDRILL EVALUATION

Utah Division of Oil, Gas and Mining

Operator XTO ENERGY INC
Well Name ST OF UT 17-8-19-11D
API Number 43-015-30695-0 APD No 58 Field/Unit BUZZARD BENCH
Location: 1/4,1/4 SESW Sec 18 Tw 17S Rng 8E 0 FL 0 FL
GPS Coord (UTM) Surface Owner

Participants

Regional/Local Setting & Topography

Surface Use Plan
Current Surface Use

New Road
Miles Well Pad Src Const Material Surface Formation

Width Length

Ancillary Facilities

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetland

Flora / Fauna

Soil Type and Characteristics

Erosion Issues

Sedimentation Issues

Site Stability Issues

Drainage Diverson Required

Berm Required?

Erosion Sedimentation Control Required?

Paleo Survey Run? Paleo Potental Observed? Cultural Survey Run? Cultural Resources?

Reserve Pit

4/9/2007 Page



O O
Site-Specific Factors Site Ranking

Distance to Groundwater (feet)
Distance to Surface Water (feet)
Dist. Nearest Municipal Well (ft)
Distance to Other Wells (feet)
Native Soil Type
Fluid Type
Drill Cuttings
Annual Precipitation (inches)
Affected Populations
Presence Nearby Utility Conduits

Final Score Sensitivity Level

Characteristics / Requirements

Closed Loop Mud Required? Liner Required? Liner Thickness Pit Underlayment Required?

Other Observations / Comments

Bart Kettle 4/27/2006
Evaluator Date / Time

4/9/2007 Page



@007-04XTO St ofUt 17-8gl1DX
Casing Schematic

Surface
TOC@ N )0.

11-3/4" Surface
MW 8.4 300. MD
Frac 19.3 300. TVD

I

I

I

I

5-1/2" Production
MW 8.6 4856. MD

4250.



O O
Well name: 2007-04 XTO St of Ut 17-8-19-11DX
Operator: XTO Energy Inc.
String type: Surface Project ID:

43-015-30708
Location: Emery County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 69 °F

Temperature gradient: 1.40 °F/100ft
Minimurn section length: 250 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: 264 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 300 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 4,250 ft
Tension is based on buoyed weight. Next mud weight: 8.600 ppg
Neutral point: 263 ft . Next setting BHP: 1,899 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 300 ft
Injection pressure: 300 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 300 11.75 47.00 J-55 ST&C 300 300 10.875 198

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor si) (psi) Factor (Kips) (Kips) Factor
1 131 1510 11.535 300 3070 10.23 / 12 477 38.64 J

Prepared Dustin K. Doucet Phone: 801-538-5281 Date: April 9,2007
by: Div of Oil,Gas & Minerals FAX: 810-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 300 ft, a rnud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemlermethod of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign willbe thatof the
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Well name: 2007-04 XTO St of Ut 17-8-19-11DX
Operator: XTO Energy Inc.
String type: Production Project lo:

43-015-30708
Location: l¯mery County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F

Design is based on evacuated pipe. Bottom hole temperature: 124 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 2,655 ft

Burst
Max anticipated surface

pressure: 964 psi
Internal gradient: 0.220 psilft Tension: Directional well information:
Calculated BHP 1,899 psi 8 Round STC: 1.80 (J) Kick-off point 350 ft

8 Round LTC: 1.80 (J) Departure at shoe: 1898 ft
No backup mud specified. Buttress: 1.60 (J) Maximum dogleg: 3.5 °/100ft

Premium: 1.50 (J) Inclination at shoe: 0 °

Body yield: 1.50 (B)

Tension is based on buoyed weight.
Neutral point: 4,302 ft

Run Segment Nominal End True Vert Measured Drift internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)

1 4856 5.5 15.50 J-55 ST&C 4250 4856 4.825 649

Run Collapse Collapse Collapse Burst Burst
,

Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 1899 4040 2.128 1899 4810 2.53 57 202 3.53 J

Prepared Dustin K. Doucet Phone: 801-538-5281 Date: April 9,2007
by: Div of Oil,Gas & Minerals FAX: 810-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 4250 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by niultiplying the tensile stress by the cross sectionarea iocalculate a

Engineering responsibility for use of thisdesign wi/Ibe thatof the
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JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
---..y ,

,,-» Lieutenant Governor

State of Utah April 9, 2007

Department of
Natural Resources

MICHAEL R. STYLER
Executive Director XTO Energy, Inc.

2700 Farmington Ave, Bldg K, Ste. 1Division of
Farmington, NM 87401Oil, Gas & Mining

JOHN R. BAZA
Division Director

Re: State of Utah 17-8-19-11DX Well, 1142' FSL, 1736' FWL, SE SW, Sec. 18,
T. 17 South, R. 8 East, Bottom Location 550' FNL, 900' FWL, NW NW
Sec. 19, T. 17 South, R. 8 East, Emery County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-015-30708.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Emery County Assessor
SITLA

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940•TTY (801) 538-7458 •
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Operator: XTO Energy, Inc.

Well Name & Number State of Utah 17-8-19-llDX

API Number: 43-015-30708
Lease: ML-48195

Location: SE SW Sec._1]L T. 17 South R. 8 East
Bottom Location: NW NW Sec. 19 T. 17 South R. 8 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
action during drilling of this well:

• 24 hours prior to cementing or testing casing - contact Dan Jarvis
• 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
• 24 hours prior to spudding the well - contact Carol Daniels
• Within 24 hours of any emergency changes made to the approved drilling

program - contact Dustin Doucet
• Prior to commencing operations to plug and abandon the well - contact Dan

Jarvis

The operator is required to get approval from the Division of Oil, Gas and Mining before
performing any of the following actions during the drilling of this well:

• Plugging and abandonment or significant plug back of this well - contact Dustin
Doucet

• Any changes to the approved drilling plan - contact Dustin Doucet

The following are Division of Oil, Gas and Mining contacts and their telephone numbers
(please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at: (801) 538-5338 office
(801) 942-0873 home

• Carol Daniels at: (801) 538-5284 office
• Dustin Doucet at: (801) 538-5281 office

(801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational
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4. In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit a
complete angular deviation and directional survey report to the Division within 30 days
following completion of the well.

5. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

6. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the
Statement of Basis. (Copy



STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITY ACTION FORM

Operator: XTO ENERGY INC Operator Account Number: N 2615

Address: 2700 FARMINGTON AVE K#1

cip FARMINGTON

state NM zip 87401 Phone Number: (505) 324-1090

Well 1 . O
API Number Well Name 00 Sec Twp Rng County
4301530708 STATE OF UTAH17-8-19-11DX blWNW 18 17S 8E EMERY

Action Code Current Entity New Entity Spud Date Entity Assigmnent
Number Number Effective Date

7/5/2007

Comments:

Well 2

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weilAPI
Number Well Name 00 Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTIONCODES:
A - Establish new entity for new well (single well only) H YC ERKINS

B - Add new well to existing entity (groupor unit well) N e Prin

C - Re-assign well from one existing entity to another existing entity ,

D - Re-assign well from one existing entity to a new entity ignature

E - Other (Explain in 'comments' section) Rygg4 gplianceTech 7/6/2007
Title Date

enooo) JUL1 1 2007

DIV.0FOIL,GAS&



STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48195

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

T UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existingwells below cunent bottom-hole depth, reenter plugged wells, of to

drillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER
OIL WELL GAS WELL OTHER STATE OF UTAH 17-8-9-11¶

2. NAMEOFOPERATOR: 9. API NUMBER:

XTO ENERGY INC. 4301530708
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

2700 Farmington Ave. on Farmington STATE NM zii,87401 (505) 324-1090 FERRON SANDSTONE
4. FœOOATAG

ST

LRLFACE:

550' FNL &900' FWL (y/F //ŸÀFSi / 3 Áf¾ COUNTY: EMERY
f

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NWNW 18 17S 8E 6 STATE:
UTAH

11 CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^CIDIZE DEEPEN REPERFORATE CURRENT FORMATION
O NOTICE OF INTENT

(Submit in Duplicate) O ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT O CHANGEWELL NAME PLUG BACK O WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS O RECLAMATION OF WELL SITE OTHER: SPUD WELL
7/5/2007 O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

XTO Energy Inc. spudded 30" conductor hole on 7/3/2007. Drilledto depth of 73' &set 2 jts 20" conductor casing @73' w/6
cuyds (+/-150 sx) Redimix cement. Drilled 14-3/4" surface hole to 343'. Set 8 jts 11-3/4" surf csg @ 340' w/200 sx Class A
cmt. Circ 8 bbls good omt.

Continuing to drill

NAME(PLEASEP Y C. PER I S < TITLE RegUlatory Compliance

- 7/24/2007
SIGNATURE L DATE

(This space for State use only)

RECENED
JUL23 2007

(5/2000) (See instructions onReverse Side)

DN.0F0\L,GAs&



(8/13/2007) CarolDaniels - State of Utah 17-8-19-11DX Spud Date Pa e 1

From: <Holly_Perkins@xtoenergy.com>
To: <caroldaniels@utah.gov>

Date: 8/13/2007 8:38 AM RECEIVED
Subject: State of Utah 17-8-19-11DX Spud Date

AUSI 32007
The correct spud date, according to our drilling reports, is 7/2/2007 DIVOFOILGAS&MINING
The17-8-19-11 spudded 11/21/06. The we skidded the rig & spudded the 11DX
on 7/2/2007. "Sorry for the confusion on this one.

Holly C. Perkins
Regulatory Compliance Tech
XTO Energy Inc.
2700 Farmington, Suite K-1
Farmington, NM 87401
(505)



STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OlL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER.
ML-48915

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME

7 UNITor CA AGREEMENTNAMEDo not use thisform for proposals todnil newwells, significantlydeepen existingwells beloW cumintbottom-hole depth, reenter plugged Wells, or to
dnll horizontal laterais. Use APPLICATIONFORPERMITTO DRILLform for suchproposals.

'I. TYPE OF WELL 6. WELLNAMEand NUMBER01L WELL GASWELL OTHER STATE OF UTAH177-8-19-11DX
2 NAMEOFOPERATOR 9 APINUMBER
XTO ENERGY INC. 4301530708

3 ADDRESSOF OPERATOR PHONE NUMBER 10 FIELD AND POOL, OR WILDCAT
382 CR3100 AZTEC NM -.,,87410 (505) 333-3100 FERRON SS

4 LOCATIONOF WELL

FOOTAGES AT SURFACE 1142' FSL & 1736' FWL coUNTY: EMERY

OTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 18 17S 08E STATE.
UTAH

n CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACT\ON

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMAT10NO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAR WELL

Apprommate date work willstad CASINGREPAIR NEWCONSTRUCTION TEMPORARILYABANDON

O CHANŒ TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAJR

O CHANGE TUBlNG PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL(Submit Onginal Form Only)
O CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date ofwor1<completion
O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER. OCT 2007 MONTHLY10/4/2007

coNVERT WEl.L TYPE RECOMPLETE - DIFFERENT FORMATION REPORT

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearlyshowall pertinent details including dates, depths, volumes, etc

Attached is XTO Energy's monthly rpt for the period of 8/1/2007 to 10/4/2007.

NAGME(PLEASE O C. ER ROEGUOLATORYCOMPLIANCE TECH

(This space for State use only)

(5/2000) (See instructions on Reverse Side) RECEIVED
OCTOS2007

DIV.0FOIL,GAS&
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EMERY

STATEOF UTAH 17-8-19-11DX
LOCATION: SESW, Sec 18, T17S, RSE
CONTRACTOR: Frontier, 1
Wl%:
AFE#: 710869
APl#: 43015307080000
DATEFIRST RPT:7/6/2007

DATE: 7/6/2007
OPERATION; RU/ErnptyReserve &Reline
DFS: 3.42 Footage Made: Measured Depth:
MW: VISC:
WOB: RPM:
DMC: CMC: DWC: 98,750.00 CWC: 96,750.00
TIMEDIST: (12.00) Load out Rig&Start Move. (14.00) MovingStack Equip.to DrillConductor. (10,00) DrillConductor. (3.00) Drill

Conductor. (3.00) Run & Cem't, Conductor. (2.00) DrillR/MHoles. (5.00) RU. (11.00) Wait On Daylightto Rig Up. (3.00) Wait
on Trucks. (21.00) RU, July 6th. 06:00.

DATE: 7/7/2007
OPERATION: Waiting on Clean Up of Reserve Pit
DFS: 4.42 Footage Made: Measured Depth:
MW: VISC:
WOB: RPM:
DMC: CMC; DWC: 25,630.00 CWC: 124,380,00
TIMEDIST: (24,00) Wait On Reserve Pit Repairs, to Spud Well,RU.

DATE: 7/8/2007
OPERATION: Cleaning Up Reserve Pit
DFS: 5.42 Footage Made: Measured Depth:
MW: VISC:
WOS: RPM:
DMC: CMC: DWC: 46,150.00 CWC: 170,530,00
TIME DIST: (12.00) WO new reserve pit liner, Workon BlooieLine. (12.00) WO new reserve pit liner.

DATE: 7/9/2007
OPERATION; Drill14 3/4 Surface
DFS: 6.42 Footage Made: 83 Measured Depth: 165
MW: 8.4 VISC: 28
WOB: 20 RPM: 60
DMC: CMC: DWC: 80,295,00 CWC: 250,825.00
TIMEDIST: (12.00) WO Reserve Pit, "BuildBlooieLine,Finish Cleaning &LineReserve Pit". (1.50) PU DirectionalTools, "BHA". (4.50)

WaitOn Water in Reserve Pit. (2,00) RU Lines to Cire from Conductor to Reserve Pit. (4.00) Drill 82' - 165'

DATE: 7/10/2007
OPERATION: RUto Cement
DFS: 7.42 Footage Made: 178 Measured Depth: 343
MW: 8.4 VISC: 29
WOB: 20 RPM: 60
DMC: CMC: DWC: 93,721.00 CWC: 344,546.00
TIMEDIST: (2.00) Dri I 165' -

1826. (4.50) Drill 182' - 343'. (1.50) Circ.& Clean Hole w/Paly. Sweeps. (0.50)Service Rig. (2.00) Short Trip,
Work Tight Spots. (1,50) CircuIate. (3.50) Cir¢ulate. (2.00) TOH, LO8"DC's, Dir, Tools.MWD.MM, Etc., (4.00) Wait On Tongs.
(1.00) Run Ceg, "Run Sjts, of 11 3/4ceg. Set @340' ". (1.50) RDCsg. Crew &Circulate.

DATE: 7/11/2007
OPERATION: Testing BOPE
DFS: 8.42 Footage Made: 0 , Measured Depth: 343
MW: 8,6 VISC: 36
WOB: 20 RPM: 60
DMC: 1.685.14 CMC: 1,685.14 DWC: 90,118.00 CWC: 434,664.00
TIMEDIST: (1.00) RU Halliburton, "S/M", (1.00) Cem't "w/HalliburtonCirc. 8bbis of good cement to Surface", (0.50)RD Halliburton. (0.50)

Service Rig, (5.00) WOC. (4.00) Cut Casing & Install Wellhead, (2.00) InstallWellhead. (2,00) NUBOPE. (8.00) Test BOP
"Work on Pipe Rarns".

DATE:
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OPERATION: Drill/Slide
DFS: 9.42 Footage Made: 200 Measured Depth: 543
MW: 8.6 VISC: 36
WOB: 5 RPM: 55
DMC: 5,018.32 CMC: 6,703.46 DWC: 66,506.21 CWC: 501,170,21
TIMEDIST: (5.50) Test BOPE,. (1.00) Make Up Directional Tools. (1.00) TlH, Tag Cement @295', (3.00) DrillCement, Float, & Shoe.

(0,50)TOH. (0,50) Service Rig. (0.50)Orient MWD. (050) Orient MWD. (1.50) LDDPIPUHWDP. (1.50) DrillCement &to
350'. (1.50) RU Air Jammer Equip.. (7.00) Drill/Slide350' - 543'.

DATE: 7/13/2007
OPERATION: Drill/Slide
DFS: 10,42 Footage Made: 1,020 Measured Depth: 1,563
MW: 6.6 VISC: 34
WOB: 5 RPM: 55
DMC: 7,373.74 CMC: 14.077.20 DWC: 55.200.00 CWC: 556,370.21
TIMEDIST: (2.50) Drill/Slide543 652'. (0.50)Service Rig. (8.50) Drill/Slide652'- 1150'. (0.50)Survey 1066' 23.06* Azi. deg.182'.

(11.50) Drill/Slide1150' -

15636. (0.50)Survey 1447' 36.63* Azi. deg, 189.49*.

DATE: 7/14/2007
OPERATION: RUWireline Specialty
DFS: 11.42 Footage Made; 414 Measured Depth: 1,977
MW: 8.5 VISC: 34
WOB: 5 RPM: 55
DMC: CMC: 14,077 20 DWC: 43,000.00 CWC: 599,370.21
TIMEDIST: (3.00) DrilllSlide1563' - 1690', (0.50)Air Compressor Fuel Problem. (3.00) Drill/Slide1690' - 1818'. (0.50)Service Rig. (4.50)

Drill/Slide1818'- 197T. (0.50)Survey @1892' 44.46* Azi. 198. (0.50)Work pipe, Workon Air, "Circ.water". (11,50) Work
Stuck Pipe.

DATE: 7/15/2007
OPERATION: Jarring On Fish
DFS: 12.42 Footage Made: 0 Measured Depth: 1,977
MW: 8.5 VISC: 34
WOB: RPM:
DMC: 3,394.74 CMC: 17,471.94 DWC: 59,450.00 CWC: 658,820.21
TIMEDIST: (1.00) WO Wireline. (2,50) WirelineFreepoint, "Back Off" (1.50) TOH for Fishing Tools. (1.00) PU FishingTools. (0.50)TlH.

(5.00) Fishing, "Latch on & Jar on Fish". (0.50)Service Rig. (0.50)Back OffFish, "WirelineBack Off" (2.00) TripOut. (0.50)
Lay Down HWDP. (2.00) TlH & PU 17jts. DP. (7.00) Fishing,"Jarringon Fish".

DATE: 7/16/2007
OPERATION; Trip w/washover pipe
DFS: 13.42 Footage Made; 0 Measured Depth: 1,977
MW: 8.5 VISC: 37
WOB: RPM:
DMC; 6.836.26 CMC: 24,308.20 DWC: 58,840.00 CWC: 717,660.21
TIMEDIST: (11.50) Fishing, "Jarring on Fish". (0,50)Service Rig. (1.00) Fishing,"Jarringon Fish". (2,00) Cut offdrillingline 256'. (2.00)

Fishing. "Jarring on Fish", (1,00) RU Wireline & Back offFish. (1,00) TOH. (2.00) Fishing PU washover pipe. (1.00) TlH,Tag
@540', std, back collars run HWDP. (1.50) TlH,Tag @540'. (0.50)TOH, "LD1jt. of WIPipe"

DATE: 7/17/2007
OPERATION: Jarring on Fish
DFS: 14.42 Footage Made: 0 Measured Depth: 1,977
MW: 8.5 VISC: 37
WOB: RPM:
DMC; 11,004.73 CMC: 35,312.93 DWC: 49.870.00 CWC: 767,530.21
TIMEDIST; (4.00) Trips, "TlH Tight @540', TOH. LDWIPipe,TlH". (7.50) Fishing, "Jarring up &down on fish". (0.50)Service Rig.

(12.00) Fishing. "Jarring up & down on fish"

DATE: 7/18/2007
OPERATION: Drill/Slide
DFS: 15.42 Footage Made: 107 Measured Depth: 2.084
MW: 8.5 VISC: 38
WOB: 25 RPM: 90
DMC: 3,938.58 CMC: 39,251.51 DWC: 50,180.00 CWC:
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TIMEDIST: (5.50) Fishing, "Jarring up & Down". (1.50) TripOut, LDTools. (0.50)Service Rig. (2,50) Trip, PU Tools, LDDC's&27jts.DP.

(1.00) Wait On Tools. (4.00) Wait On Tools. (2.00) Trip,PU 21jts. HWDP&Trip in. (0.50)Ream, Tag Bridge @1.650', Ream
15'. (0.50)Trip In to 1850'. (1.50) Ream 127, Tag Bottom@1977'. (0.50)ConditionMud&Circ. Bottoms Up, (4.00) Drill/Slide
197T - 2084'

DATE: 7/19/2007
OPERATION: Drit/Shde
DFS; 16.42 Footage Made: 576 Measured Depth: 2,660
MW: 8.5 VISC: 39
WOB: 8 RPM: 90
DMC: 9,129 83 CMC: 48,381.34 DWC: 50,570.00 CWC: 668,280.21
TIMEDIST: (2.50) DnilActual "Drill/Slide"2084' - 2180', (1.00) WorkTightHole. (3.50) DrillActual "Drill/Slide"2180' - 2350'. (0.50)

Deviation Survey. (3.50) Work TightHole, (060) Service Rig, (0.50)Circulate. (2 50) DrillActual "DrilllSlide"2350' - 2466'
(1.00) WorkPipe Lowto No Returns. (0.50)DeviationSurvey. (8,00) DrillActual "DrilllSlide"2466' - 2660'.

DATE: 7/20/2007
OPERATION: TOH for DnilJars
DFS: 17.42 Footage Made: 634 Measured Depth: 3,294
MW: 8,5 VISC: 32
WOB: 8 RPM: 90
DMC: 5,857 17 CMC: 54.238,51 DWC: 45,660 00 CWC: 913,940.21
TIME DIST; (5.50) DrillActual 2660°

- 2848'. (0.50)Service Rig. (5 50) DrillActual 2.848' -

3,039°. (0.50)Dev. Survey. (9.00) DrillActual
3039' - 3294', (1.50) Circulate (1.00) FillHole, "Hole DidNot Fill". (050) Dev. Survey.

DATE: 7/21/2007
OPERATION: Drill/Slide
DFS: 18.42 Footage Made: 413 Measured Depth; 3,707
MW: 8.5 VISC: 39
WOB: 6 RPM: 90
DMC: 8,427,52 CMC: 62,666.03 DWC: 49,810.00 CWC: 963,750,21
TIME DIST: (1.50) TOH. (0,50)XO Bit& PU Jers. (1.00) TlH, (0.50)Break Circulation"w/Air" (1.00) TlH. (1.50) Ream 60' to bottom.

(2.00) DrillActual 3294' - 3354'. (0.50)Service Rig. (3.00) DrillActual 3354' - 3,450'. (0.50)Survey. (11.50) DrillActual 3,450' -

3,70T. (0.50)Suntey.

DATE; 7/22/2007
OPERATION: Dnll/Slide
DFS: 19 42 Footage Made: 293 Measured Depth: 4,000
MW: 8.5 VISC: 40
WOB: 6 RPM: 90
DMC; 5,168 87 CMC: 67,634.90 DWC: 42,200.00 CWC: 1,005,950.21
TIMEDIST: (1.00) DrillActual 3707' - 3739'.survey. (2.00) DrillActual 3739' -

3802·.survey. (2.50) DrillActual 3802' - 3666',survey. (2.00)
DrillActual 3866'- 3907',survey. (1 00) Workpipe, get circulationback. (0.50)DrillActual 390T - 3930',survey. (0.50)Service
Rig. (2.00) DrillActual 3930 - 3,993'. (0.50)DeviationSurvey. (1.00) DrillActual 3993' - 4,000'. (1.00) Work Stuck Pipe. (1.50)
Circulate bottoms up fd hole. (2.50) Tripoutshufflepipe, "MoveHWOP Up". (2.50) Trip in ream 40', (3.00) Circulate &
condition mud (0.50)Deviation Survey.

DATE: 7/23/2007
OPERATION; Drill/Slide
DFS: 20.42 Footage Made: 373 Measured Depth: 4,373
MW: 8 6 VISC: 39
WOB; 6 RPM: 90
DMC; 2,387 54 CMC: 70,222,44 DWC: 41,900.00 CWC; 1,047,850.21
TIME DIST: (1.50) DrillActual4000' - 4055' (3.00) DrillActual4055' - 4119'. (3.00) DrillActual 4119' - 4182'. (0.50)Service Rig. (3.50)

DrillActual4,1826
- 4246'. (0.50)DeviationSurvey. (11.50) Drill4246' - 4,373'. (0.50)DeviationSurvey.

DATE: 7/24/2007
OPERATION: Drill/Slide
DFS: 21,42 Footage Made: 240 Measured Depth: 4,613
MW: 8.8 VISC: 42
WOB; 6 RPM:



O . O
DMC: 16,834.20 CMC: 87,.056,64 DWC: 46,990,00 CWC: 1,094,840,21
TIMEDIST: (8.00) DrillActual4373' - 445T. (0.50)DeviationSurvey. (1.50) Circulate. (2.00) DrillActual 4,457' - 4501'. (1.50) Circulate.

(1.50) Trip Out, "Pull 8 stds, to Repack Swivel". (0.50)XO SwivelPacking. (1.00) Trip In."Setds". (1,50) Circ.. (5.50) Drill
Actual4501 - 4.613'. (0.50)DeviationSurvey,

DATE: .
7/25/2007

OPERATION: LDDP
DFS: 22.42 Footage Made: 157 Measured Depth: 4,760
MW: 8.8 VISC: 39
WOB 6 RPM: 90
DMC: 3,112.24 CMC: 90,168.88 DWC: 52,720.00 CWC: 1,147,560.21
TIMEDIST: (1.00) DrillActual4613' - 4629', Survey. (6.50) DrillActual4629' - 4760', TD@4760'. (2.00) Circulate/ConditionHole. (2,50)

Circ./Cond.Work TightHole. (12.00) Short Trip,WorkTightHole.

DATE: 7/26/2007
OPERATION: Rig DownTo Move
OFA: 23,42 Footage Made: 0 Measured Depth: 4,76Q
MW: VISC:
WOB: 6 RPM: 90
DMC: CÑ\C; 90.168.88 BWC: 118.513.00 CWC: 1,264,073.21
TIMEDIST: . (4.50) LDDP. HWDP,&Tools. (4.50) RU &Run Casing "Set @4712". .(2.00) Circulate &RU Halliburton. (1,00) Cement.

"Plug Down@ 6:15pm, No Returns" (2.00) NippleDown&Set Slips. (4.00) Clean Pits "RigReleased @12:00midnight"
(6.00) Rig
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O . O
Farmington Well Workover Report

STATE OF UTAH Well #17-8-19-11DX FERRON

Objective: Drill & Complete
First 07/26/2007Report:
AFE: 710869

7/26/07 Wellview has all the drilling detail and accumulated cost.

8/14/07 Cont rpt for AFE #710869 to D&C Ferron Coal. MIRU Schlumberger WL w/mast tk. Run GR/CCL/RST Sigma mode fr/4,647'
. 4,000'. Run GR/CCL/RST Carbon Oxygen IC mode fr/4,647' - 4,000' & GR/CCL/CBL fr/4,647' - 1,876' fr/surf. Log showed
excl omt bond fr/4,647 to 4,368', gd omt bond fr/4,368' to 3,400', gd to fr cmt bond fr/3,400' to 3,050' & fr to pr fr/3,050 to
TOC @2,775'. LD logging tis. RDMO WL. Susp rpts to further activity,

8/29/07 Cont rpt for AFE # 710869 t & Ferron Coa - 4 0 9 N

ac-vl
. S f'l 10 50 bl fr c ta ks

MIRU Big Red Hot Oil svc.PT esg, WH & frac vlv to 5000 psig for 30". Tstd OK. RDMO Big Red. Susp rpts to further
activity.

9/12/07 SICP 0 psig. Cont rpt for AFE # 710869 to D & C Ferron Coal. 8-29-07 - 9-12-07. MIRU JW WLU. RIH w/4" Slick Csg Guns.
Perf L/Ferron Coal w/3 JSPF & 120deg ph @4,318' - 4,322', 4,351', 4,355' & 4,374' - 4,378' (Titan EXP-3323-322T chrgs,
22.7 gm, .41" dia, 36 holes, 12').All dpts correlated fr/Shlurnburger RST-IC log ran on 8-13-07. POH & LD esg gun. RDMO
JW WLU. SWI. SDFN.

9/13/07 SICP 35 psig. MIRU JW WLU. RIH w/dump blr & sptd 10gals 28 % HCL ac @4,374'. POH & LD dump blr. RD WLU.
MIRU Halliburton frac crew. A. L/Ferron Coal perfs fr/4,3l8'-4,378' dwn 5-1/2 esg w/1310 gals 15% HCL ac @10 BPM &
1,680 psig. Caught press immediately. Form BD @20 bpm & 2,950 psig. Frac L/Ferron Coal perfs fr/4,318' - 4,378' w/19,545
gals frac G 20# slickwater, 49,336 gals 20# Delta 140 frac fld carrying.53,200 lbs 20/40 Brady sd, & 72,200 lbs 16/30 Brady
sd. Frac Gradiant 0.82. Fishd w/4,209 gals 20# Linear Gel, 0.5 bbls short. Sd Conc 0.3 - 5.0 ppg. All sd.coated w/sd wedge NT.
ISIP L665 psig, 5".SIP 1,440 psig, 10" 1,277 psig, 15" 1,155psig, ATP 2,245 psig. AIR 40.7 bpm. Max TP 2,943 psig.NIax IR
44.0 bpm. Max sd conc 5.0 ppg. 1,771 BLWTR (L/Ferron). RD Halliburton. RU JW WLU. RIH & set 5-1/2" CBP @4,290'.
POH w/ WL. Press tst CBP to 2,000 psig for 5". Tstd OK, RIH w/4" slick Csg Gun. Perf U/Ferron Coal w/3 JSPF 120 deg ph
@4,212, 4,21T & 4,228' - 4,231', (Titat EXP-3323-322T chrgs, 22.7 gm, .41" dia,24 holes, 8'). All dpts correlated
fr/Shlumburger RST-IC log ran on 8-13-07. POH & LD esg gun. RDMO JW WLU. SICP 22 psig. Hole full, RU Halliburton
frac crew. A. U/Ferron Coal perfs fr/4,212' - 4,231' dwn 5-1/2" esg w/1,018 gals 15% HCL ac @10.0 BPM & 1,500 psig. No
signifcant BD. Frac U/Ferron Coal perfs fr/4,212' - 4,231' w/13,627 gals frac G 20# slickwater, 34,164 gals 20# Delta 140 frac
fld carrying 35,050 lbs 20/40 Brady sd & 49,700 lbs 16/30Brady sd. Frac Gradiant 0.94. Flshd w/4,004 gals20# Linear Gel, 3
bbls short. Sd Conc .30

- 5.0 ppg. All sd coated w/Sd Wedge NT. ISIP 2,142 psig, 5" SIP l,773 psig, 10" SIP 1,339psig, 15"
SIP 927 psig AIR 30.5 bpm, ATP 2,003 psig. Max TP 2,580 psig. Max IR 30.91 bpm, Max sd conc 5.0 ppg. 3,028 BLWTR
(ttl). RDMO Halliburton. SWI. Susp rpts to further activity.

9/27/07 Cont rpt for AFE #710869 to restimulate Ferron Coallsd fr/9-13-07 to 9-27-07. Build up pad arnd WH to support rig. MIRU
BHWS Rig #1. SICP 0 psig. ND frac vlv. NU BOP. PU & TIN w/4-3/4" blade bit, SN & 67 jts 2-7/8", 6.5#, J-55, EUE, 8rd
tbg. SWI. SDFN. 3,028 BLWTR,

9/28/07 SITP Opsig SICP 0 psig. Cont PU & TIH w/58 jts 2-7/8" tbg. Tgd fill@ 4,124'. U/Ferron Coal fr/4,212' - 4,231'. CBP @
4,290'. RU pwr swivel, Estb cire w/5 BPW. CO fill & DO CBP fr/4,124' - 4,290' w/5 jts tbg. Circ cln. RD pwr swivel. TIH w/9
jts 2-7/8" tbg, Tgd fill @4,565'. L/Ferron Coal perfs @4,318' - 4,378'. PBTD @4,659'. RU pwr swivel. Estb.circion w/55
BFW. CO fill fr/4,565'- 4,659' PBTD w/3 jts tbg.Circ well cln. RD pwr swivel. TOH w/7 jts tbg. EOT @4,429. RU swb tls.
BFL @surf. S. OBO, 47.5 BLW, 3 runs, I hr,FFL @300' FS. Fld smpls on runs 1-3 showed dirty wtr, no sd. RD swb tis.
SICP 0 psig. SWI. SDFN. 3,l10 BLWTR. Lost 130BPW while cire for day.

Swab Zone: Ferron

Event Dese: Swab Top Interval: 4,212 . Bottom Interval: 4,378
Swab . .Beg BBLS

ittp://dor/rept workover.asp
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O O
Tim; Runs FL Rec Comments

4:35:00 PM 1 , 0 28 BFL @surf.
4:55:00 PM l 300 13
5:15:00 PM i 300 8

Ttl BbIs: 48.5

9/29/07 SITP 0 psig SICP 0 psig. Ferron perfs @4,212' - 4,378'. EOT @4,429'. RU swb tis. BFL @300' FS. S. OBO, 193 BLW, 21
runs, 6.5 hrs, FFL @1,300' FS. Fld smpls onall run showed dirty wtr w/tr sd. RD swb tls. SICP 0 psig. TlH w/7 jts 2-7/8" tbg.
Tgd 15' of fil) @4,644'. TOH w/7 jts 2-7/8" tbg. EOT @4,429'. SWI. SDFWE. 2,917 BLWTR.

Swab Zone: Ferron
Event Desc: Swab Top Interval: 4,212 Bottom Interval: 4,378

Swab Beg BBLS
Time Runs FL Rec Comments

7:45:00 AM \ 300 10
2:00:00 PM l8 600 183
2:15:00 PM l 1,300 10

Ttl Bbis: 203

10/2/07 SITP 0 psig SICP Opsig. Ferron perfs @4,212' - 4,378'. EOT @4,429'. RU swb tls. BFL @1,100' FS. S. OBO, 262 BLW, 24
runs, 7 hrs, FFL @1,400'FS. Fld smpls on all run showeddirty wtr w/tr sd. RD swb tls. SICP 155 psig. BD csg. TIH w/7 jts 2-
7/8" tbg. Tgd 5' of fill @4,639'. TOH w/7 jts 2-7/8" tbg. EOT @4,429'. SWI. SDFN. 2,655 BLWTR.

Swab Zone: Ferron
Event Dese: Swab Top Interval: 4,212 Bottom Interval: 4,378

Swab Beg BBLS
Time Runs FL Rec Com_ment;

9:15:00 AM 1 1,100 15
4:00:00 PM 22 1,200 235
4:15:00 PM l 1,400 10

Ttl Bbts: 260

10/3/07 SITP 0 psig SICP 65 psig. Ferron perfs @4,2 l2' - 4,378'. EOT @4,429'. RU swb tls. BFL @I,100' FS. S. OBO, 157BLW, 14
runs, 4 hrs. FFL @1,400' FS. Fld smpls on runs 1 - 6 showed cln wtr w/tr sd. Fld smpls on runs 7 - 14 showed cln wtr w/no sd.
RD swb tis. SICP 350 psig. BD esg. TIH w/7 jts 2-7/8" tbg. (Note: Tbg cpig's hanging up in WH). Tgd 3' of addl fill (23' ttl
till).TOH w/141 jts 2-7/8" tbg. LD BHA. TIH w/blade bit, b1rassy & 140 jts 2-7/8" tbg. CO fill w/l jt 2-7/8" tbg fr/4,636'-
PBTD @4,659'. TOH w/141 jts 2-7/8" tbg. LD blr assy & bit. Had gd sd recy in blr. TIH w/Weatherford 5-1/2" Model TS,
RBP, retr head, & 20 jts 2-7/8" tbg. Set RBP @630', Loaded esg w/14 BPW. PT RBP to 750 psig for 10".Tstd ok. R1sdpress.
TOH w/20 jts 2-7/8" tbg. ND BOP. Beveled topof 5-1/2" esg w/grinder. NU Hydrill. TlH w/ 20 jts 2-7/8" tbg. SWI, SDFN,
2,512 BLWTR.

Swab Zone: Ferron
Event Dese: Swab Top Interval: 4,212 Bottom Interval: 4,378

Swab Beg BBLS
Time Runs FL Reg Çpmmenþ

8:\5:00 AM i 1,100 14
11:50:00 AM 12 1,200 129
12:10:00 PM l 1,400 14

Ttl Bbis: 157

ttp://dor/rept_workover.asP
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10/4/07 SITP Opsig. SICP Opsig. BD well. TOH w/20 jts 2-7/8" tbg. PU New Centrilift Bolt on Centinel sensor (SN 10370055), new
31 HP, 445 Volt. 45 amp, model FMH motor, (SN 10399915),new motor seal model FSB3 DB H6 SSCV, (SN 10397393),
new model 400PSSD, 223 stg, (SN 10397305) pmp & 2-7/8" x 2-3/8" xo sub, TIH w/pmp BHA, 4' x 2-7/8" tbg sub, 2 - jts 2-
7/8" tbg, 2-7/8" chk viv, 2 jts 2-7/8" tbg,2-7/8" dr sub & 131 jts 2-7/8" tbg. Banding size 4 CPNF cbl to tbg w/2 bands per jt.
ND Hydrill BOP. NU WH. Ld tbg in Centrilift WH w/pmp intake @4,485', EOP @4,502'. Ferron Coal perfs @4,212' -

4,378'. PBTD @4,659'. SWL RDMO BHWS rig #1. 2,512 BLWTR. Surface equip not ready.

Tubing Location: Lower
ZONE l Dese: Ferron Top Perf: 4,212 Btm Perf: 4,378 OH: No

Top Btm
Qty Type Description Con_d Depth Depth Leng_th
131 Tubing 2-7/8", 6.5#, J-55, EUE, 8rd Tubing New 14 4,333 4,318.56'
l manual 2-7/8" Drain Valve New 4,333 4,333 0.60'
2 Tubing 2-7/8", 6.5#, J-55, EUE, 8rd Tubing New 4,333 4,399 65.99'
I manual 2-7/8" Check Valve New 4,399 4,400 0.60'
2 Tubing 2-7/8", 6.5#, J-55, EUE, 8rd Tubing New 4,400 4,466 65.99'
I manual Pump New 4,466 4,485 19.50'
l manual Motor Seal New 4,485 4,491 5.70'
l manual Motor New 4,491 4,498 6.89'
i manual Sensor New 4,498 4,502 4.10'

Total 4,487.93'
Landed @ 4,487.93'

http://dor/rept
_workover.asp



STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

O DIVISION OF OlL, GAS AND MINING 5. LEASEDESIGNATIONANDSERALNUMBER:
ML-48195

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
WELL COMPLETION OR RECOMPLETION REPORT AND LOG

T TYPE OF WELL:
LL

WAESLL DRY OTHER
7. UNITor CA AGREEMENTNAME

b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

RL
HATRSZ. EP-

TRY
FSFVR.

OTHER STATE OF UTAH 17-8-19-11DX
2.NAMEOFOPERATOR 9.APINUMBER:

XTO Energy inc. 4301530708
3. ADDRESSOF OPERATOR PHONE NUMBER 10 FIELDAND POOL OR WLDCAT

382 CR 3100 of AZTEC sua NM ze 87410 (505) 333-3100 FERRON SANDSTONE
4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR, SECTlON, TOWNSHIP, RANGE,

a e MERIDIAN
ATSURFACE: 1142' FþL & 173þ' FWL NWNW 18 17S 8E
AT TOP PRODUCING INTERVALREPORTED BELOW

12. COUNTY 13 STATE
AT TOTALDEPTH: EMERY UTAH

14. DATESPUDDED 15. DATET.D. REACHED: 16. DATECOMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):
7/3/2007 7/25/2007 10/20/2007 ABANDONED READYTOPRODUCE

18 TOTALDEPTH: MD 4 760 19 PLUG BACKT.D.: MD 4,659 20. IF MULTIPLECOMPLETlONS, HOW MANY?* 21 DEPTH BRIDGE MD

TVD TVD
PLUG SET:

TVD

22 TYPE ELECTRICAND OTHER MECHANCAL LOGS RUN (Subnit copy of each) 23

WAS WELLCORED? NO YES (Submit analysis)GR/CCL/CBL/RST-IC
WAS DST RUN? NO YES (Submit report)

DIRECTIONAL SURVEY? NC YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set In mil)

HOLE SIZE SIZEIGRADE WEIGHT (#lft.) TOP (MD) BOTTOM(MD)
STAGEDŒMHENTER CNEMENF

S
KES VOLSL YBL) CEMENTTOP ** AMOUNTPULLED

30" 19 in J55 94# 0 73 RM 150 0 SURF 0
14 3/4" 11 Sá J55 47# 0 340 A 200 0 SURF 0
8 3/4 5 1/2 L80 17# 0 4,712 Ïll 246 0 SURF 0

25, TUBING RECORD

SIZE DEPTH SET (MD) FMCKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) .PACKER SET(MD)

2 7/8" 4,469 )
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM(TVD) INTERVAL (Top/Bot - MD) SIZE NO. HOLES PERFORAT10N STATUS

(A) FERRON COAL 4,212 4,378 4.318 4.322 12 open squeezed
(B) -- - ; 4,351 4,355 12 OPen 89-6

(c) ' 4,374 4,378 12 open Squeezed

(0) 4,212 4,231 24 open Squeezed

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

4212' - 4378' Acidized w/2328 gals 15% HCI acid. Frac'd w/33,172 gals frac G 20# slickwater, 83,500 gals20#
Delta 140 frac fld carrying 88,250# 20/40 Brady sand and 121,9000# 16/30 Brady sand.

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANJCALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY

SUNDRY NOTICE FOR PLUGGINGAND CEMENTVERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON BACK) RECEIVEDB
NOV16 2007 1

DIV.OFOlL,GAS&





XTO Energy
Utah Wells
State of Utah 17-8-19-11DX
State of Utah 17-8-19-11DX
State of Utah 17-8-19-11DX

Survey: As Drilled

Standard Survey Report
25 July,



XTO Energy, Inc.
Survey Report

Company: XTO Energy Local Co-ordinate Reference: Well State of Utah 1¾8-19-11DX
Project: Utah Wells TVD Reference: Rig KB@7008.0ft (Pat #779)
Site: State of Utah 17-8-1941DX MD Reference: Rig KB@7008.0ft (Pat #779)
Well: State of Utah 17-8-19-11DX North Reference: True
Wellbore: State of Utah 17-8-19-11DX Sunrey Calculation Method: Minimum Curvature
Design: State of Utah 17-8-19-11DX Database: EDM2003 14 Single User Db

Project Utah Wells, Emery Co. &Carbon Co., Utah, Ferron Coal Wells

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS) Using Well Reference Point
Map Zone: Utah South 4303

Site State of Utah 17-8-19-11DX, T17S, R8E

Site Position: Northing: 973,782.58ft Latitude: 39°20'23.528 N
From: Lat/Long Easting: 2,121,471.73ft Longitude: 111° 4' 14.445 W
Position Uncertainty: 0.0 ft Slot Radius: " Grid Convergence: 0.26 °

Well State of Utah 17-8-19-11DX, Ferron Coal S-Well

Well Position +NI-S 0.0 ft Northing: 973,782.58 ft Latitude: 39° 20' 23.528 N
+El-W 0.0 ft Easting: 2,121,471.73 ft Longitude: 111° 4' 14.445 W

Position Uncertainty 0.0 ft Wellhead Elevation: 6,996.0 ft Ground Level: 6,996.0ft

ellbore State of Utah 17-8-19-11DX

IWlagnetics lilödel Name Sample Date Decilnation Dip Angle Field Strength
( ) (°) (nT)

IGRF20051 0 2/20/2007 12.13 65.11 52, 219

Design State of Utah 17-8-19-11DX

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S El-W Direction

0.0 0.0 0.0 204.08

Survey Program Date 7/25/2007

From To
(ft) (ft) Survey (Wellbore) Tool Name Description

140.0 4,760.0 As Drilled (State of Utah 17-8-19-11DX)

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth IncIlnation Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(ft) (*) (*) (ft) (ft) (ft) (ft) (°Ii00ft) (°I100ft) (°Ii00ft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
140.0 0.19 308.60 140.0 0.1 -0.2 -0.1 0.14 0.14 0.00
174.0 0.31 333.36 174.0 0.3 -0.3 -0.1 0.47 0.35 72.82
205.0 0.25 311.36 205.0 0.4 -0.4 -0.2 0.39 -0.19 -70.97

236.0 0.38 42.11 236.0 0.5 -0.3 -0.3 1.48 0.42 292.74

276.0 0.13 295.99 276.0 0.6 -0.3 -0.4 1.09 -0.62 -266.30

300.0 0.09 255.12 300.0 0.6 -0.3 -0.4 0.36 -0.17 -170.29

358.0 0.22 185.97 358.0 0.5 -0.4 -0.3 0.36 0.22 -119.22

449.0 2.81 203.11 449.0 -1.7 -1.3 2.1 2.86 2.85 18.84
509.0 5.00 202.61 508.8 -5.5 -2.9 6.2 3.65 3.65 -0.83

570.0 8.69 203.36 569.4 -12.2 -5.7 13.4 6.05 6.05 1.23
629.0 11.38 199.99 827.5 -21.7 -9.5 23.7 4.66 4.56 -5.71

689.0 11.94 200.25 686,2 -33.1 -13.6 35.8 0.94 0.93 0.43

7/25/2007 6:43:37AM Page 2 COMPASS 2003.14 Build





XTO Energy, Inc.
Survey Report

Company: XTO Energy Local Co-ordinate Reference: Well State of Utah 17-8-19-11DX
Project: Utah Wells TVD Reference: Rig KB@7008.0ft (Pat #779)
Site: State of Utah 17-8-19-11DX MD Reference: Rig KB@7008.0ft (Pat #779)
Well: State of Utah 17-8-19-11DX Noith Reference: True
Weilbore: State of Utah 17-8-19-11DX Survey Calculation Method: MinimumCurvature
Design: State of Utah 17-8-19-11DX Database: EDM2003.14 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Tum
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(°) (°) (ft) (ft) (ft) (ft) (°I100ff) (°I100ft) (°Ii00ft)

4,257.0 18.81 202.99 3,633.7 -1,733.6
-826.9 1,920.1 10.05 -4.48 -26.19

4,326.8 17.83 215.71 3,700.0 -1,752.6
-837.5 1,941.8 5.89 -1.40 18.23

State of Utah 17-8-19-11DX Revised BHL
4,375.1 17 67 225.03 3,746.0 -1,763.8

-847.0 1,955.9 5.89 -0.33 19.30
Upper Ferron SS

4,385.0 17.69 226.95 3,765.5 -1,765.9
-849.2 1,958.7 5.89 0.22 19.37

4,443.2 17.34 222.33 3,811.0 -1,778.4
-861.5 1,975.1 2.46 -0.60 -7.94

Ferron Coal
4,449.0 17.31 221.86 3,816.5 -1,779.6

-862.6 1,976.7 2.46 -0.50 -8.10

4,513.0 16.44 212.36 3,877.8 -1,794.4
-873.8 1,994.8 4.51 -1.36 -14.84

4,562.9 12.93 212.09 3,926 O -1,805.1
-880.6 2,007.3 7.05 -7.05 -0.55

Bottom Ferron Coal

4,576.0 12.00 211.99 3,938.8 -1,807.5
-882.1 2,010.1 7.05 -7.05 -0.74

4,583.3 12.22 211.99 3,946.0 -1,808.8
-882.9 2,011.6 2.94 2.94 0.00

Lower Ferron SS
4,840.0 13.88 211.99 4,001.2 -1,819.6

-889.7 2,024.3 2.94 2.94 0.00
4,708.0 14.06 214.06 4,067.2 -1,833.4

-898.6 2,040.5 0.78 0.26 3.04
4,760.0 14 06 214.06 4,117.6 -1,843.9

-905.7 2,052.9 0.00 0.00 0.00

Targets

Target Name
- hitimiss target Dip Angle Dip Dir. TVD +NI-W +El-W Northing Easting
- Whape (•) (•) (ft) (ft) (ft) (ft) (ft) Latitude Longitude

State of Utah 17-8-19-11 0.00 0.00 3,700.0 -1,707.9
-829 3 972,070.88 2,120,650.27 39° 20' 6.653 N 111° 4' 24.996 W

- survey misses by 43.6ft at 4313.3ft MD (3687.2 TVD, -1749.2 N, -835.2 E)
- Circle (radius 20.0)

Formations

Measured Vertical Dip
Depth Depth Dip Direction

(It) (f0 Name Lithology (°) I I
4,375.1 3,746.0 Upper Ferron SS Sandstone 0.00
4,443.2 3,811.0 Ferron Coal Coal 0.00

4,562.9 3,926.0 Bottom Ferron Coal Coal 0.00

4,583.3 3,946.0 Lower Ferron SS Sandstone 0.00

Checked By: Approved By: Date:

7A5A007 6:43 37AM Page 4 COMPASS 4003 14 Build



STATE OF UTAH FORM 6
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL,GASANDMINING

ENTITYACTION FORM

Operator: XTOENERGY INC Operator Account Number: N 2615

Address: 382 CR 3100

city AZTEC

state NM zip 87410 Phone Number: (505) 333-3100

Well 1
API Number Well Name ÓQ Sec Twp Rng County
4301530708 State of Utah 17-8-19-11DX SESW 18 17S 8E Emery

Action Code Current Entity New Entity Spud Date Entity Assignment

C

N1urntmr Num r ect e Date

Com a ifective 11-01-2007 -

weilAP1
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weilAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entityfor new well (single well only) DOLENA JOHNSON

B - Add new wellto existingentity (groupor unitwell) Name (Please Print)

C - Re-assign wellfromone existing entity to another existing entity
D - Re-assign wellfromone existing entity to a new entity signature
E - Other (Explain in 'comments' section) RECEIVED OFFICE CLERK 4/24/2008

Title Date

DIV.0FOIL,GAS&



STATE OF UYAH ' FORM9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL GASANDMINJNG $ LEASEDESIGNATlÒNANDSgRIALNUMBER:
ML-48195

SUNDRYNOTICES AND REPORTS ON WELLS 6. IFINQiAN,ALLOTTEEORTRIBENAME:

7. UNYTorCAAGREEMENTNAME.Do notuse misform lor proposals todnit new wells, signdicantlycleepen existingwallsbelowcurrentbottemmoledepth. egenter plugged wells,oftoannhorizonial laterais. Use APPLICATt0NFOR PERMtTTO DRILLloonforsuch proposals
1. TYPE OF OELL 8. WELLNAMEandNUMŒA;OIL WELL Q GASWELL OTHER

STATE OF UTAH 17-8-19-11DX
2 NAMEOFOPERATOR 9 APlNUMBER
XTO ENERGY INC. 4301530708

3 ADDAESSOF OPERATOR PHONENUMBER 10 FIELOANDPOOL OR WLOCAT382 CR 3100 - s, A2TEC NM 87410 (505) 333-3100 FERRONSANDSTONE
4. LOCATION OF WELL

FoorAcesersemeAce 1142' FNL & 1738' FWL coeure EMERY
QTR TR, SECTION, TOWNSHIP RANGE.MEAlDIAN NWNW 18 17S SE STATE.

UTAN
n. CNECKAPPROPRIATE BOXESTO INDICATENATUREOF NOTICE,REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPEOF ACTION
O ACIOl2E DEEPEN REPERFORATECURRENTFORMATIONO NOTICEOF INTENT

(SubmitinDuplicatel ALTERCASING FRACTUREREAT SIDETRACKTOREPAIRWELL
Appronmatenale workwilatart CASINGAEPAIR NEWCONSTRUCTION TEMPORARILYABAMCON

O CHANai TOPREMOUSPLANS OPERATORCHANGE TUBINGREPAIR

O CHANGE WG PLUGANDAB VENTOR FLARE
SUBSEQUENT REPORT CHANGEWELLNAME PLUGBACK WATERDISPOSAL(SuomitongindF¢nnOnly)

O CHANGEWELL5TATUS PAODUCTION($TART/RESLIME) WATERSHUT-OFFDate of workcompiegan.
O COMMFNGLEPRODUCINGFORMATIONS RECLAMATIONOFVuELLSITE 07 ER- 1ST DELIVERY10/20/2007 O conv= was Tves O REÛQMPLETE. DIFFERENTFORMATION

12 DESCRIBEPROPOSED OR COMPLETED OPERATIONS Clearlyshew all pertinentdetails incruding dates, depths, volumes, etc
XTO Energy Inc. first delivered this well on 10/20/2007. Initial flow rate was 22 MCF.

RECElVED
MAY2 0 2009

DIVOFOIL,GAS&MINING

NAME(PLEASE T LY C. PE
,, , REGULATORY COMPLIANCE TECH

StGNATURE
DATE 11/14/2007

(This space for Stam use only)

(92000) (See instruct oneon Reverse



API Well No: 43015307080000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-48195 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 HUNTINGTON CBM 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 ST OF UT 17-8-19-11DX(RIGSKID) 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43015307080000

3. ADDRESS OF OPERATOR:  
 382 Road 3100 , Aztec, NM, 87410 

9. FIELD and POOL or WILDCAT:
 BUZZARD BENCH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1142 FSL 1736 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 18 Township: 17.0S Range: 08.0E Meridian: S

COUNTY:
 EMERY 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

3/1/2010

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 XTO Energy Inc. proposes to TA this well per this General Procedure: 1) Pull
Tbg, Cable, & ESP. Send ESP & Motor to Centrilift's facility in Casper.

Refurbish motor & pump if possible and keep it as a spare. 2) Make a csg scr
run to 4,200' w/ 5-1/2" csg scr & 2-7/8" tbg. TOH & LD csg scr. 3) MIRU WL
unit. Set CIBP @ 4,160'. (This depth is 10' abv csg collar @ 4,170'.) Top of

Ferron is at +/- 4,174'. 4) Correlate depth w/ RST-Sigma Log and/or
GR/CCL/CBL logs run on August 13, 2007. 5) Press test 5-1/2" csg & CIBP to
500 psi. (Invite the State to witness press test.) 6) TIH w/ tbg & circulate the
well w/ packer fluid wtr. 7) TOH & LD 2-7/8" tbg. 8) Return the tbg to XTO

stock @ the Orangeville Yard. 9) Regulatory will file MIT & notice of TA status with the State. 

NAME (PLEASE PRINT)  
 Barbara Nicol

TITLE
 Regulatory Compliance Tech

SIGNATURE
 N/A

DATE
 2/3/2010

PHONE NUMBER:
505 333-3159  Ext 

 

PHONE NUMBER
505 333-3642

February 03, 2010

February 03, 2010

iPI Well No: 43015307080000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LLEA4SE19D5ESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. HUNTINGTON CBM

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well ST OF UT 17-8-19-11DX(RIGSKID)

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43015307080000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
382 Road 3100 , Aztec, NM, 87410 505 333-3159 Ext BUZZARD BENCH

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: EMERY

1142 FSL 1736 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SESW Section: 18 Township: 17.05 Range: 08.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

3/1/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. proposes to TA this well per this General Procedure: 1) Pull
Tbg, Cable, & ESP. Send ESP & Motor to Centrilift's facility in Casper. Approved by the

Refurbish motor & pump if possible and keep it as a spare. 2) Make a csg scr Utah Division of
run to 4,200' w/ 5-1/2" csg scr & 2-7/8" tbg. TOH & LD csg scr. 3) MIRU WL Oil, Gas and Mining
unit. Set CIBP @ 4,160'. (This depth is 10' abv csg collar @ 4,170'.) Top of

Ferron is at +/- 4,174'. 4) Correlate depth w/ RST-Sigma Log and/or Date: Fe an ¾2010
,

GR/CCL/CBL logs run on August 13, 2007. 5) Press test 5-1/2" csg & CIBP to
500 psi. (Invite the State to witness press test.) 6) TIH w/ tbg & circulate tf¾y:

well w/ packer fluid wtr. 7) TOH & LD 2-7/8" tbg. 8) Return the tbg to XTO
stock @ the Orangeville Yard. 9) Regulatory will file MIT & notice of TA status with the State.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 505 333-3642 Regulatory Compliance Tech

SIGNATURE DATE
N/A 2/3/2010

RECEIVED February 03,



API Well No: 43015307080000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-48195 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 HUNTINGTON CBM 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 ST OF UT 17-8-19-11DX(RIGSKID) 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43015307080000

3. ADDRESS OF OPERATOR:  
 382 Road 3100 , Aztec, NM, 87410 

9. FIELD and POOL or WILDCAT:
 BUZZARD BENCH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1142 FSL 1736 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 18 Township: 17.0S Range: 08.0E Meridian: S

COUNTY:
 EMERY 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

3/1/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 XTO Energy Inc. has temporarily abandoned this well. Please see the
attached summary report, XTO Verbal Approval Form and MIT performed on

2/26/2010. 

NAME (PLEASE PRINT)  
 Barbara Nicol

TITLE
 Regulatory Compliance Tech

SIGNATURE
 N/A

DATE
 3/11/2010

PHONE NUMBER:
505 333-3159  Ext 

 

PHONE NUMBER
505 333-3642

March 11, 2010

March 11, 2010

iPI Well No: 43015307080000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LLEA4SE19D5ESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. HUNTINGTON CBM

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well ST OF UT 17-8-19-11DX(RIGSKID)

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43015307080000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
382 Road 3100 , Aztec, NM, 87410 505 333-3159 Ext BUZZARD BENCH

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: EMERY

1142 FSL 1736 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SESW Section: 18 Township: 17.05 Range: 08.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

3/1/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR rtOD
e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. has temporarily abandoned this well. Please see the
attached summary report, XTO Verbal Approval Form and MIT performed orAccepted by the

2/26/2010. Utah Division of
Oil, Gas and Mining

FOR RECâggQgLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 505 333-3642 Regulatory Compliance Tech

SIGNATURE DATE
N/A 3/11/2010

RECEIVED March 11,



March 11, 2010

EXECUTIVE SUMMARY REPORT
1/10/2010 - 3/11/2010

Report run on 3/11/2010 at 12:01 PM

State of Utah 17-08-19-11DX

Section 18-175-08E, Emery, Utah, Buzzard Bench

2/23/2010 First report for TA of Ferron sd fr/4,212' - 4,378'. MIRU 4CWS rig # 2. Bd
well. Automation Tech disc ESP electrical source. ND WH, NU BOP. SWI &
SDFN.

=
-= -=- -=-

== State of Utah 17-08-19-11DX =-= =-
=

2/24/2010 MIRU center lift spooler. TOH w/139 jts 2-7/8" tbg, 2-7/8" dr sub, 4 jts 2-
7/8" tbg, 2-3/8" x 2-7/8" x-over sub, Centrilift 186 stage P3, model
400PSSD, pmp (SN 01FOO10996) , motor seal model FSB3 SSCV SB, (SN 10436241) &

31 HP, 445 Volt, 45 amp, model FMHA motor (SN 21F-OO71106). Cbl chkd gd.
PU 4-3/4 blade bit & csg scr. TIH w/BHA & 32 jts 2-7/8" tbg. Shipped all
ESP equip to Centrilift shop in Casper for repair. SWI & SDFN.

================================= State of Utah 17-08-19-11DX =================================

2/25/2010 TIH w/107 jts 2-7/8" tbg. TOH w/139 jts 2-7/8" tbg LD 4-3/4 blade bit & csg
scr. MIRU J-W WL. RIH w/5.5" CIBP. Set plg @ 4,160' in correlation of
GR/CCL/CBL log ran on 8/13/2007. RDMO WL. TIH w/130 jts 2-7/8" tbg. Tag
CIBP, circ well w/15 gal oxygen and corr inhib mxd w/30 BFW. TOH & LD 50 jts
2-7/8" tbg. SWI & SDFN.

================================= State of Utah 17-OR-19-11DX =================================

2/26/2010 TOH & LD 89 jts 2-7/8" tbg . MIRU Big Red pmp trk. NU & PT csg to 500 psig
for 15" on chart recorder, PT witnessed by Bart Kettle w/State of Utah Oil &
Gas, Mining. Tstd ok. Rlsd press. RDMO Big Red. SWI & SDFWE.

================================= State of Utah 17-08-19-11DX ======================== ========

3/1/2010 SICP O psig. RDMO 4CWS rig #2. Fin rpt for TA.

1

RECEIVED March 11,



March 11, 2010

XTO
Verbal Approval Form

Well Name Well # API # County/State XTO Employee Requesting Verbal Approval

State of Utah 17-8-19-11DX ÑS' /6- «SÛÎOÔ Emery Utah Dal Gray

Detailed Description of Proposed Action Requiring Verbal Approval

TA operations: LD ESP assembly, set CIBP, circ packer fluid, LD tubulars and perform MIT.

Date/Time of Verbal
Name of Agency Verbal Approval Given By Approval COA's

DOGM Bart Keettle 2-23-2010 @9:00AM

is Pit Permit C144-CLEZ Required? (NM Verbal Pit Approval Given Date/Time of Pit Verbal
only) By Approval COA's

RECEIVED March 11,



March 11, 2010
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RECEIVED March 11,



API Well No: 43015307080000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-48195 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 HUNTINGTON CBM 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 ST OF UT 17-8-19-11DX(RIGSKID) 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43015307080000

3. ADDRESS OF OPERATOR:  
 382 Road 3100 , Aztec, NM, 87410 

9. FIELD and POOL or WILDCAT:
 BUZZARD BENCH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1142 FSL 1736 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 18 Township: 17.0S Range: 08.0E Meridian: S

COUNTY:
 EMERY 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

3/1/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 XTO Energy Inc. has temporarily abandoned this well. Please see the
attached summary report, XTO Verbal Approval Form and MIT performed on

2/26/2010. 

NAME (PLEASE PRINT)  
 Barbara Nicol

TITLE
 Regulatory Compliance Tech

SIGNATURE
 N/A

DATE
 3/11/2010

PHONE NUMBER:
505 333-3159  Ext 

 

PHONE NUMBER
505 333-3642

March 11, 2010

March 11, 2010

iPI Well No: 43015307080000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LLEA4SE19D5ESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. HUNTINGTON CBM

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well ST OF UT 17-8-19-11DX(RIGSKID)

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43015307080000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
382 Road 3100 , Aztec, NM, 87410 505 333-3159 Ext BUZZARD BENCH

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: EMERY

1142 FSL 1736 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SESW Section: 18 Township: 17.05 Range: 08.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

3/1/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR rtOD
e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. has temporarily abandoned this well. Please see the
attached summary report, XTO Verbal Approval Form and MIT performed orAccepted by the

2/26/2010. Utah Division of
Oil, Gas and Mining

FOR RECâggQgLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 505 333-3642 Regulatory Compliance Tech

SIGNATURE DATE
N/A 3/11/2010

RECEIVED March 11,



March 11, 2010

EXECUTIVE SUMMARY REPORT
1/10/2010 - 3/11/2010

Report run on 3/11/2010 at 12:01 PM

State of Utah 17-08-19-11DX

Section 18-175-08E, Emery, Utah, Buzzard Bench

2/23/2010 First report for TA of Ferron sd fr/4,212' - 4,378'. MIRU 4CWS rig # 2. Bd
well. Automation Tech disc ESP electrical source. ND WH, NU BOP. SWI &
SDFN.

=
-= -=- -=-

== State of Utah 17-08-19-11DX =-= =-
=

2/24/2010 MIRU center lift spooler. TOH w/139 jts 2-7/8" tbg, 2-7/8" dr sub, 4 jts 2-
7/8" tbg, 2-3/8" x 2-7/8" x-over sub, Centrilift 186 stage P3, model
400PSSD, pmp (SN 01FOO10996) , motor seal model FSB3 SSCV SB, (SN 10436241) &

31 HP, 445 Volt, 45 amp, model FMHA motor (SN 21F-OO71106). Cbl chkd gd.
PU 4-3/4 blade bit & csg scr. TIH w/BHA & 32 jts 2-7/8" tbg. Shipped all
ESP equip to Centrilift shop in Casper for repair. SWI & SDFN.

================================= State of Utah 17-08-19-11DX =================================

2/25/2010 TIH w/107 jts 2-7/8" tbg. TOH w/139 jts 2-7/8" tbg LD 4-3/4 blade bit & csg
scr. MIRU J-W WL. RIH w/5.5" CIBP. Set plg @ 4,160' in correlation of
GR/CCL/CBL log ran on 8/13/2007. RDMO WL. TIH w/130 jts 2-7/8" tbg. Tag
CIBP, circ well w/15 gal oxygen and corr inhib mxd w/30 BFW. TOH & LD 50 jts
2-7/8" tbg. SWI & SDFN.

================================= State of Utah 17-OR-19-11DX =================================

2/26/2010 TOH & LD 89 jts 2-7/8" tbg . MIRU Big Red pmp trk. NU & PT csg to 500 psig
for 15" on chart recorder, PT witnessed by Bart Kettle w/State of Utah Oil &
Gas, Mining. Tstd ok. Rlsd press. RDMO Big Red. SWI & SDFWE.

================================= State of Utah 17-08-19-11DX ======================== ========

3/1/2010 SICP O psig. RDMO 4CWS rig #2. Fin rpt for TA.

1

RECEIVED March 11,



March 11, 2010

XTO
Verbal Approval Form

Well Name Well # API # County/State XTO Employee Requesting Verbal Approval

State of Utah 17-8-19-11DX ÑS' /6- «SÛÎOÔ Emery Utah Dal Gray

Detailed Description of Proposed Action Requiring Verbal Approval

TA operations: LD ESP assembly, set CIBP, circ packer fluid, LD tubulars and perform MIT.

Date/Time of Verbal
Name of Agency Verbal Approval Given By Approval COA's

DOGM Bart Keettle 2-23-2010 @9:00AM

is Pit Permit C144-CLEZ Required? (NM Verbal Pit Approval Given Date/Time of Pit Verbal
only) By Approval COA's

RECEIVED March 11,



March 11, 2010
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RECEIVED March 11,



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-48195 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 HUNTINGTON CBM 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 ST OF UT 17-8-19-11DX(RIGSKID) 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43015307080000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 382 Road 3100 , Aztec, NM, 87410 505 333-3159  Ext 

9. FIELD and POOL or WILDCAT:
 BUZZARD BENCH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1142 FSL 1736 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 18 Township: 17.0S Range: 08.0E Meridian: S

COUNTY:
 EMERY 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

6/1/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 XTO Energy Inc. requests an extension on the TA status with the intent of
P&A'ing the well this summer. A specific P&A procedure will be submitted at a

later date. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Barbara Nicol 505 333-3642

TITLE
 Regulatory Compliance Tech

SIGNATURE
 N/A

DATE
 4/1/2011

04/07/2011

Apr. 01, 2011

Sundry Number: 13944 API Well Number: 43015307080000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING EA48E19D5ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. HUNTINGTON CBM

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well ST OF UT 17-8-19-11DX(RIGSKID)

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGYINC 43015307080000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
382 Road 3100 , Aztec, NM, 87410 505 333-3159 E×t BUZZARD BENCH

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: EMERY

1142 FSL 1736 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESW Section: 18 Township: 17.05 Range: 08.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/1/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. requests an extension on the TA status with the intent of
P&A'ing the well this summer. A specific P&A procedure will be submitted at a

later date. Approved by the
Utah Division of

Oil, Gas and Mining

Date: 04/07/2 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 505 333-3642 Regulatory Compliance Tech

SIGNATURE DATE
N/A



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43015307080000

Extension valid through September 1, 2011. 

Apr. 01, 2011

Sundry Number: 13944 API Well Number: 43015307080000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
'

- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS Pr N1NTNG

Sundry Conditions of Approval Well Number 43015307080000

Extension valid through September 1,



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-48195 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 HUNTINGTON CBM 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 ST OF UT 17-8-19-11DX(RIGSKID) 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43015307080000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 382 Road 3100 , Aztec, NM, 87410 505 333-3159  Ext 

9. FIELD and POOL or WILDCAT:
 BUZZARD BENCH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1142 FSL 1736 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 18 Township: 17.0S Range: 08.0E Meridian: S

COUNTY:
 EMERY 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

6/1/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 XTO Energy Inc. intends to plug & abandon this well per the attached
procedure. Please see also attached the current & proposed wellbore

diagrams. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Barbara Nicol 505 333-3642

TITLE
 Regulatory Compliance Tech

SIGNATURE
 N/A

DATE
 5/5/2011

05/24/2011

May. 05, 2011

Sundry Number: 14892 API Well Number: 43015307080000Sundry Number: 14892 API Well Number: 43015307080000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING EA48E19D5ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. HUNTINGTON CBM

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well ST OF UT 17-8-19-11DX(RIGSKID)

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGYINC 43015307080000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
382 Road 3100 , Aztec, NM, 87410 505 333-3159 E×t BUZZARD BENCH

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: EMERY

1142 FSL 1736 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESW Section: 18 Township: 17.05 Range: 08.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/1/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. intends to plug & abandon this well per the attached
procedure. Please see also attached the current & proposed wellbore

diagrams. Approved by the
Utah Division of

Oil, Gas and Mining

Date: 05/24/2 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 505 333-3642 Regulatory Compliance Tech

SIGNATURE DATE
N/A 5/5/2011

RECEIVED May. 05,



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43015307080000

1. Notify the Division at least 24 hours prior to conducting abandonment operations.
Please call Dan Jarvis at 801-538-5338. 

2. All balanced plugs shall be tagged to ensure they remain at the depth specified by the
proposal. 

3. All annuli shall be cemented from a minimum depth of 100’ to the surface. 

4. Surface reclamation shall be done in accordance with R649-3-34 – Well Site
Restoration. 

5. All requirements in the Oil and Gas Conservation General Rule R649-3-24 shall apply. 

6. If there are any changes to the plugging procedure or the wellbore configuration,
notify Dustin Doucet at 801-538-5281 (ofc) or 801-733-0983 (home) prior to continuing

with the procedure. 

7. All other requirements for notice and reporting in the Oil and Gas Conservation
General Rules shall apply. 

May. 05, 2011

Sundry Number: 14892 API Well Number: 43015307080000Sundry Number: 14892 API Well Number: 43015307080000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI GAS Pr MlNTNG

Sundry Conditions of Approval Well Number 43015307080000

1. Notify the Division at least 24 hours prior to conducting abandonment operations.
Please call Dan Jarvis at 801-538-5338.

2. AII balanced plugs shall be tagged to ensure they remain at the depth specified by the
proposal.

3. AII annuli shall be cemented from a minimum depth of 100' to the surface.

4. Surface reclamation shall be done in accordance with R649-3-34 - Well Site
Restoration.

5. AII requirements in the Oil and Gas Conservation General Rule R649-3-24 shall apply.

6. If there are any changes to the plugging procedure or the wellbore configuration,
notify Dustin Doucet at 801-538-5281 (ofc) or 801-733-0983 (home) prior to continuing

with the procedure.

7. AII other requirements for notice and reporting in the Oil and Gas Conservation
General Rules shall apply.

RECEIVED May. 05,



May. 05, 2011

Sundry Number: 14892 API Well Number: 43015307080000Sundry Number: 14892 API Well Number: 43015307080000

Wellbore Diagram r263

API Well No: 43-015-30708-00-00 Permit No: Well Name/No: ST OF UT 17-8-19-llDX(RIGSKID)
Company Name: XTO ENERGY INC
Location: See: 18 T: 17S R: 8E Spot: SESW String Information
Coordinates: X: 493914 Y: 4354255 Bottom Diameter Weight Length

String (ft sub) (inches) (Ib/ft) (ft)Field Name: BUZZARD BENCH
HOLl 73 30

County Name: EMERY
COND 73 19 94 73
HOL2 340 14.75
SURF 340 11375 47 340
HOL3 4712 8.75/ Cement from 73 ft to surface
PROD 4712 5.5 17 4712Conductor: 19 in. @73 ft.
Tl 4469 2.875

/

Hole: 30 in. @73 ft n ( y
Sueraecne:1rorn34 ft to surface

Hole: 14 75 in. @340 ft

'8 ..¶37 ement Information

I I 340 GaX kWN W34tring i,Î«cb)
t ub) Class Sacks

COND 73 0 UK 150
PROD 4712 kg (¶()' UK 246

209 Sg SURF 340 0 A 200

ÌØL PerforationInformation
Top Bottom

(ft sub) (ft sub) Shts/Ft No Shts Dt Squeeze
4212 4322

/ O8(GL// Formation Information
Formation Depth

( FRSD 4174
FRSD 4404
TNUNK 4601

ement from 4712 ft to surface

T bing: 2.875 in. @4469 ft

Production: 5.5 in. @4712 ft.

Hole: 8.75 in. @4712 ft

Hole: Unknown

TD 4760 TVD: 4118 PBTD: 4659

Page 1

RECEIVED May. 05,



May. 05, 2011

Sundry Number: 14892 API Well Number: 43015307080000Sundry Number: 14892 API Well Number: 43015307080000

LWA

TWD

Approved

State of Utah 17-8-19-11DX

1,142' FSL & 1,736' FWL, Sec 18, T17S, R8E
Emery County, UT

Plug & Abandon Procedure
Formation: Ferron Coal/Sand.
Surf Csg: 11-3/4"; 47#, J-55 esg @340'. Csg cmt'd w/ 200 sx Class 'A'. Circ 8 bbl cmt to surf.
Prod Csg: 5-1/2", 17#, I-80, Csg set @4,712' MD 4,072' TVD. PBTD @4,659' MD 4,021

TVD. Csg cmt'd w/ 246 sx Type III cmt. Did not circ cmt to surf.
Perfs: 4,212'-4,231' MD 3,592'-3,610' TVD; 3 spf

4,3l8'-4,378' MD 3,692'-3,750' TVD; 3 spf
Tbg: None
Rods: None
Pump: None
Status: TA

1. Notify Dustin Doucet, Utah Division of Oil, Gas & Mining at 801-538-528] 48 hrs in advance of
pending operations.

2. MI 4,200' of used 2-7/8", 6.5#, J-55, EUE, 8 rd tbg fr/ the XTO yard.

3. Set 1 flowback tnk. MIRU PU w/ pmp & pit.

4. ND WH. NU BOP.

5. PU & TIH w/ opened ended 2-7/8" tbg. Tag CIBP @4,160' MD & pick up l'.

6. Drop 2-7/8" SV. PT tbg to 1,000 psi for 5". Rls press & retr SV.

7. MIRU cmt pmp trk.

8. Cire & load the entire hole w/gelled wtr. PT esg to 500 psi for 10". Rls press.

9. PLUG #1: Mix 20 sks Type V cmt (15.6 ppg, 1.18 cuft/sk) & spot a 180' balanced plug inside
the 5-1/2" esg fr/4,160'-3,980'. RD cmt pmp trk.

10. TOH & LD 2-7/8" tbg.

l 1. RU WL. RIH & perforate 3 holes in the 5-1/2" esg @400' w/HSC gun. POOH & RDMO WL.
ND BOP.

12. RU cmt pmp trk. Open the 5-1/2" x 8-5/8" bradenhead vlv. Tie pmp trk onto 5-1/2" esg. Load
hole & establish circ w/ wtr.

13. PLUG #2: Mix 276 sks Type V cmt (15.6 ppg, 1.18 cuft/sk) & pmp it dwn the 5-l/2" csg & circ
cmt up the 5-1/2" xl 1-3/4" annulus. (The entire 5-1/2" csg & 5-1/2" xl 1-3/4" annulus will be
filled w/cmt fr/400' back to surf.) Volume of cmt equals 30% excess.

14. Monitor well for cmt fall back & top off if necessary. RDMO cmt pmp trk.

State of Utah 17-8-19-11DX Proc Page 1 of 2 LWA 04/13/11

RECEIVED May. 05,



May. 05, 2011

Sundry Number: 14892 API Well Number: 43015307080000Sundry Number: 14892 API Well Number: 4301530 /080000

15. Cut off WH below surf esg. Install P&A marker. RDMO PU.

16. Haul all equip to XTO yard.

17. Reclaim location

REGULATORY REQUIREMENTS:
• Utah Division of Oil, Gas & Mining approval.

• LOI to interest owners

MATERIALS:

• 4,200' of used 2-7/8", 6.5#, J-55, EUE, 8 rd tbg.

State of Utah 17-8-19-1lDX Proc Page 2 of 2 LWA 04/13/11

RECEIVED May. 05,



May. 05, 2011

Sundry Number: 14892 API Well Number: 43015307080000Sundry Number: 14892 API Well Number: 43015307080000

XTO - Wellbore DiagramTO
We I : State of Utah 17-08-19-11DX

APl/UW1 E/W Dist (ft) Ë/WÃef N/S Dist (ft) |N/S Ref Location ÏeÏdName County State
43015307080000 1,736.0 FWL 1,142.0 i FSL T17S-RO8E-S18 Buzzard Bench Emery Utah
Well Configuration Type XTO ID B Orig KB Elev (ft) Gr Elev (ft) KB-Grd (ft) Spud Date PBTD (All) (ftKB) Total Depth (ftKB) Method Of Production

Horizontal 114446 7,010.00 6,996.00 14.00 7/2/2007 Original Hole -4659.0 4,760.0 None
nelldonfig: orizontal - OriginalHole, 4/5/2011 5:16:42 PM Zones

ftKB ftKB Zone Top (ftKB) Btm (ftKB)
Schematic - Actual Incl (TVD) (MD) Ferron Sand 4,212.0 4,378.0

Casing Strings
Casing Description OD (in) Wt (Ibs/ft) String Grade Top Connection Set Depth (ftK
Conductor 20 94.00 J-55 73.00.0 0 0 Casing Description OD (in) Wt (Ibs/ft) String Grade Top Connection Set Depth (ftK .

Surface 11 3/4 47.00 J-55 340.0
Casing Description OD (in) Wt (Ibs/ft) String Grade Top Connection Sei Dep (iiK

0.0 14 14 Production 5 1/2 17.00 i \-80 : 4,712.0
Cement
Description |Type String

0.1 73 73 Conductor Casing Cement casing Conductor, 73.OftKB
Comment
Cmtd cond csg w/6 cuyds Redimix cmt

0.2 298 298 Desc Ïpiiori Type String
Surface Casing Cement casing Surface, 340.0ftKB
Comment

0.2 339 339 Cmt'd surf csg w/ 200 sks Class A w/ additives. Circ 8 bbis cmt to surf.
Description Íype String
Production Casing Cement casing Production, 4,712.0ftKB

0.2 340 340 domment
Cmt'd csg wl lead slurry of 86 sks Type III + adds & tail slurry of 160 sks Type III + adds.
Did not circ cmt to surf.

0.2 343 343 Perforations
Hole

Shot Dens Diameter Phasing Curr. .

‡0. 2,349 2,775 [>ate Top(ftKB) Btm(ftKB) (shots/ft) (in) (°) Status _ Zone
9/12/2007 4,212.0 4,231.0 3.0 0.410 120 Ferron Sand
9/11/2007 4,318 0 4,378.0 3.0 0.410 120 Ferron Sand

22. 3,544 4,160 Tubing Strings
5 1/2" CIBP, 5.100, Tubing Description Run Date Set Depth (ftKB)
4,160-4,163

22.6 3,547 4,163 Tubing Components
Wt Top

e Des phon Jts Model OD (in) (Ibs/ Gra ..
Thread Len (ft) Top (ftKB) Btm (ftKB)

20.6 3,592 4,212
Rods
Rod Description Run Date String Length (ft) Set Depth (ftKB)

20.( 3,610 4,231
Rod Components

Top (MD):4,212, item Descripilon Jts IVlodel OD inÍ Grade Len (ft) Toli(ftKEii nkB
Des:Ferron Sand 18.2 3,692 4,318

Stimulations & Treatments
Frac Start Date Top Perf (f... Bottom Pe V (slurry) ( otal Prop... lÄlR (b... iÁTP (psi) MÌP (psi) ISIP (psi)

17.1 3,750 4,378 9/11/2007 4318 4378
Comment
Frac LIFerron Coal perfs fr/4,318' - 4,378' w/19,545 gals frac G 20# slickwater, 49,336

PBTD' 13.0 4,021 4,659 gals 20# Delta 140 frac fld carrying 53,200 lbs 20/40 Brady sd, & 72,200 lbs 16/30 Brady
4,659 sd. Frac Gradiant 0.82. Fishd w/4,209 gals 20# Linear Gel, 0.5 bbis short. Sd Conc 0.3 -

5.0 ppg. All sd coated w/sd wedge NT. ISIP 1,665 psig, 5" SIP 1,440 psig, 10" 1,277 psig,
15" 1,155 psig, ATP 2,245 psig. AIR 40.7 bpm. Max TP 2,943 psig. Max IR 44.0 bpm.13.0 4,027 4,666 Max sd conc 5.0 ppg.

Frac Start Date Top Perf (f... .Bottom Pe... V (slurry) (... Total Prop... AIR (b... ATP (psi) MTP (psi) ISIP (psi)

14.0 4,028 4,667 9/12/2007 4212 | 4231
Comment
Frac U/Ferron Coal perfs fr/ 4,212' - 4,231' w/13,627 gals frac G 20# slickwater, 34,164

14.1 4,071 4,711 gals 20# Delta 140 frac fld carrying 35,050 lbs 20/40 Brady sd & 49,700 lbs 16/30 Brady
sd. Frac Gradiant 0.94. Fishd w/4,004 gals 20# Linear Gel, 3 bbis short. Sd Conc .30

- 5.0
ppg. All sd coated w/Sd Wedge NT. ISIP 2,142 psig, 5" SIP 1,773 psig, 10" SIP 1,339

14. 4,072 4,712
psig, 15" SIP 927 psig AIR 30.5 bpm, ATP 2,003 psig. Max TP 2,580 psig. Max IR 30.91
bpm, Max sd conc 5.0 ppg.

TD
4,76

' 4.1 4,118 4,760

www.peloton.com Page 1/1 Report Printed: 4/5/2011
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May. 05, 2011

Sundry Number: 14892 API Well Number: 43015307080000Sundry Number: 14892 API Well Number: 43015307080000

Proposed P&A

State of Utah 17-8-19-11DX

Ferron Coal
1.142' FSL. 1.736' FWL. Section 18. T-17-S. R-8-E.

Today's Date: 4/13/11 Emery County, UTI API #43-015-30708
Spud: 7/2/07
Completed: 9/11/07
Elevation: 6,996' GI

7,010' KB 14.75" hole

11.75" 47#, J-55 Casing set @340'
Cement with 200 sx Class 'A'

. Circulated 8 bbis cmt to Surface

Plug #2: 400' - 0' MD
Class V Cement, 276 sxs

TOC @2,775' MD 2,349' TVD

Plug #1: 4,160' - 3,980' MD
Type V Cement, 20 sxs

Ferron Coal @4,174' MD CIBP @4,160' MD 3,544' TVD
Ferron Coal @ 3,556' TVD

Ferron Coal Perforations:
4,212' - 4,231' MD 3,592' - 3,610 TVD
4,318' -- 4,378' MD 3,692' - 3,750 TVD

5.5",17#, I-80 Casing set @ 4,712' MD 4,072' TVD

8 75" hole Pumped 86 sx Type ill cmt & tail w/160 sx Type Ill cmt
Did not circ cmt to sud

TD 4,760' MD 4,118' TVD
PBTD 4,659' MD 4,021' TVD

RECEIVED May. 05,



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-48195 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 HUNTINGTON CBM 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 ST OF UT 17-8-19-11DX(RIGSKID) 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43015307080000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 382 Road 3100 , Aztec, NM, 87410 505 333-3159  Ext 

9. FIELD and POOL or WILDCAT:
 BUZZARD BENCH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1142 FSL 1736 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 18 Township: 17.0S Range: 08.0E Meridian: S

COUNTY:
 EMERY 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

7/28/2011

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please see attached report.  

NAME (PLEASE PRINT) PHONE NUMBER 
 Lorri Bingham 505 333-3204

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 8/2/2011

08/09/2011

Aug. 02, 2011

Sundry Number: 17191 API Well Number: 43015307080000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING EA48E19D5ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. HUNTINGTON CBM

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well ST OF UT 17-8-19-11DX(RIGSKID)

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43015307080000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
382 Road 3100 , Aztec, NM, 87410 505 333-3159 E×t BUZZARD BENCH

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: EMERY

1142 FSL 1736 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SESW Section: 18 Township: 17.05 Range: 08.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

7/28/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see attached report.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lorri Bingham 505 333-3204 Regulatory Analyst

SIGNATURE DATE
N/A



Aug. 02, 2011

Sundry Number: 17191 API Well Number: 43015307080000

Weliname: State of Utah 17-08-19-11DX
T-R-S: T17S-RO8E-S18
County: Emery State: Utah
Lat: 39*20'6.65"N Long: -111*4'24.990"W
Total Depth of Wellbore: 4,760.0 PBTD Depth: 4,659.0 EOT Set Depth: 4,180.9
Zones: Ferron Sand Top: 4,212.0 Bottom: 4,378.0

Objective: Abandonment P&A Proposed TD:
Daily Operations Data From: 7/25/2011 7:00:00AM to 7/25/2011 6:00:00PM
Operation Summary: Notify Dan Jarvis w/ Utah Divisionof Oil,Gas with intent to P &A, State of Utah
17-8-19-11DX Ferron Coal. MIRU. TIH wltbg. Tgd CIBP @4,160'. MIRU cmt truck, pmp 26 sx cmt plug
(5.64 bbi slurry) of Type Il cmt fr/4,160' - 3,925'. TOH & LD tbg. MIRU WL. RIH w/2-1/8" BI perf gun. Perf 4
sqz holes. SD pmp, well went on vac. Pmp 81 sx cmt plug (17.03 bbl slurry) ofType Il cmt. Well on vac
when SD pmps. No cmt rets to surf. Plugging ops witnessed by Bart Kettle w/ Utah division of Oil, Gas was
on location. SWI & SDFN.

Daily Operations Data From: 7/26/2011 7:00:00AM to 7/26/2011 3:00:00PM
Operation Summary: Pmp 100 sx cmt plug (21.03 bbi slurry) of Type Il cmt down 5-1/2"ann. No cmt @
surface. SWI for 3 hours. Pmp #2 w/100 sx cmt plug (21.03 bbl slurry)of Type 11cmt. No cmt @surface.
SWI for 2 hours. Pmp #3 w/222 sx cmt plug (46.68 bbl slurry) of Type Il cmt. No cmt @surface. Plugging
ops witnessed by Bart Kettle w/ Utah division of Oil, Gas was on location. SWI &SDFN.

Daily Operations Data From: 7/27/2011 7:00:00AM to 7/27/2011 7:00:00PM
Operation Summary: Pmp 100 sx cmt plug (21.03 bbl slurry) of Type Il cmt. No cmt @surface. SWI for 3
hours. Pmp #2 w/100 sx cmt plug (21.02 bbl slurry) of Type Ilcmt. No cmt @surface. SWI for 2 hours. Pmp
#3 w/307 sx cmt plug (64.55 bbl slurry)of Type Il cmt. Lost circ after first 160 sx. No cmt @surface. MIRU L.
RIH w/2-1/8" BI perf gun. Perf 4 sqz holes. TlH w/tbg. Tgd EOT @400'. Pmp 113 sx cmt plug (20.13 bbl
slurry)of Type IIcmt fr/400' - surface. TOH & LD tbg. Plugging ops witnessed by Bart Kettle wl Utah Division
of Oil, Gas was on location. SWI & SDFN.

Daily Operations Data From: 7/28/2011 7:00:00AM to 7/28/2011 11:00:00AM
Operation Summary: Top offcmt @surf. Dug up WH &cut off@4' below surf. Installed P &A marker. FR
rpt for P & A ops.
===============================Stateof Utah
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